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ABSTRACT

A study was conducted for the Air Force Missile Develop-
ment Center to investigate the feasibility of applying the
principle of air film lubrication to rocket sled slippers to:
(1) overcome erosive oxidation and severe melting effects
experienced at hypersonic speeds and (2) alleviate rail-
induced vibrations. Results of the study indicate that a
simple self-acting type of bearing can support a typical
monorail rocket sled, without contact between the slipper and
the rail, at speeds between Mach 1.5 and Mach 6. With contact
eliminated, the slipper can be coated with a refractory material
to prevent erosive oxidation and melting of slipper structural
mzterial. This type of air bearing slipper appears to be the
most suitable for AFMDC requirements. An externally pressurized
type of slipper bearing is capable of preventing slipper-rail
contact over the entire speed range of typical monorail and
dual rail sleds. However, the weight and volume of the
associated pressurization system are large, and are considered
prohibitive for a practical design. The most critical track
requirements for an application of air lubricated slippers are
the vertical alignment and dimensional tolerances of the rail."
It is recommended that AFMDC proceed with the development of a
self-acting type of slipper bearing.
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NOMENCLATURE

F Force - Lbf, Bearing load per unit surface

vidth - Lbf/Ft

h Slipper-rail gap - Ft, In.

L Slipper length - Ft, In.

1 Turbulent mixing length - Ft, In.

ni Polytropic exponent

n Number of increments in the numerical integration

p Pressure - Lbf/Ft 2

. Reynolds number

u3v,w ilow velocities, Ft/Sec.

V Sled velocity, Ft/SerQ.

t Time - Sec.

x,y,z Coordinates - Ft, In.

x Slipper center of pressure - Ft, In.

0< Slipper gap slope, rail slope - Ft/Ft, In/In

/Viscosity - Lbm/Ft.Sec., Lbf Sec/Ft 2

Density - Lbm/Ft 3 , Slugs/Ft 3

Gradient of the mixing length - Ft/Ft, In/In

Characteristic time -Sec., Turbulent shear stress -
Lbf/Ft 2
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SECTION I

I NTRODUCT ION

1.1 Purpose of the Study

This investigation was undertaken to assess the feasibility
and practicality of air film lubrication for rocket sled slip-
pers. The slippers, which are wrapped around the rail to con-
strain the rocket sled to the test track, have two operational
problems. First, at high supersonic and hypersonic speeds, the
combination of high air temperature and sliding friction causes
severe erosive oxidation and melting of slipper material. Sec-
ond, rail-induced vibrations occur over the entire operating
speed range from subsonic to hypersonic. Due to slight varia-
tions in rail alignment and dimensions, a clearance must be pro-
vided between the rail and slipper. This clearance allows the
sled to jump or bounce as it travels down the track,

Lubrication of the slipper would alleviate both of these
problems. At high test speeds, elimination of sliding friction
between the slipper and rail would reduce the slipper operatinr
environment to that experienced by other portions of the sled.
For very high speed tests, where critical portions of the sled
would be covered with protective coatings, the same coatings
could be used on the slippers without danger of their being
sheared off. In addition to eliminating sliding friction, a
lubricating film between the slipper and rail would provide a
cushioning effect to any rail-induced vibrations.

1.2 Types of Bearings and Lubricants

Generally, bearings are divided into two classes - those
which are self-acting, or hydrodynamic, and those which are ex-
ternally pressurized, or hydrostatic. Self-acting bearings
develop an average pressnre greater than the lubricant inlet
pressure due to viscous forces generated by relative motion of
the bearing surfaces. The lubricant inlet pressure is usually
ambient so that the bearing load capacity is directly measur-
able in terms of the average pressure increase. Externally
pressurized bearings develop load capacity by injecting the
lubricant into the bearing at a pressure higher than ambient.
This type of bearing is employed when the relative motion of
the two bearing surfaces is not sufficient to produce the re-
quired load capacity. The definition given above for a self-
acting bearing also applies to hybrid types where the lubri-
cant is supplied at a pressure higher than ambient and relative

1
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Figure 1. Air Lubricated Rocket Sled Slippers
2



II

motion of the bearing surfaces increases the load capacity over
that due to the injected lubricant alone.

Virtually any lubricant may be considered for a rocket sled
slipper. Oils, greases, water and air (or any other gas) can be
used. However, any liquid lubricant which is painted on the
track may be scraped off by the forward slipper of a sled thus
"starving" rear slippers. Even if the lubricant is carried on
board, operation at hypersonic speeds subjects the lubricant to
extremely high temperatures (about 3300°F at Mach 6), thus rul-
ing out most liquids. Gases are quite suitable at these high
temperatures, and of the gases, air is the most logical candi-
date. For the self-acting type of bearing, the lubricant supply
is effectively infinite and exerts no weight penalty on the sled.
Unlike liquids, the viscosity of air increases with increasing
temperature. This property is especially desirable for high
speed operation.

1.3 Application of Air Bearings to Rocket Sled Slippers

For a rocket sled application, the rail and slipper serve
as the two bearing surfaces. If the slipper is inclined at a
slight angle to the rail, as shown in Figure l(a), a force will
be developed by the air film and surface interaction tending to
keep the surfaces separated; in this case, to carry a load on the
slipper. This type of bearing, a self-acting plane wedge, is
the simplest to fabricate, weighs no more than a standard slip-
per, and exhibits virtually no stability problems, In addition,
its development cost would he very small compared to other
types. However, if contact with the rail is to be avoided at
all speeds, an externally pressurized bearing, operating at
least part of the time, is required. A schematic of such a
bearing and its subsystem are shown in Figure l(b). This
type of bearing requires a support system whose weight is de-
pendent on the slipper loading and operating time. In addition,
the lubricant supply system is subject to instabilities when
coupled to the bearing. Its development costs would probably
be an inverse function of the amount of weight penalty allow-
able.

1.4 Applicable Technology

Air lubricated bearings have only recently received a sub-
stantial amount of attention due to their relatively limited
performance characteristics, especially load capacity. Until
such requirements as computer memory discs, small gyroscopes,
etc., indicated a need for air lubricated bearings, they re-
mained a relatively undeveloped technology. The recent pro-

3
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gress in air lubricated bearings has been confined to areas far
removed from a rocket sled application. Almost all air bearing
analysis, design, and conxt.rction has been limited to applica-
tions where the velocities i*.zvolved are more than an order of
magnitude lower than for a roo.ket sled. And, almost all of the
available analyses on air bearings are for bearings operating
with a laminar gas film in the bearing gap. For a rocket sled,
this flM. is highly turbulent and the results obtained by apply-
ing laminar theory analysis can yield very pessimistic designs.

4
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SECTION II

REQUIREMENTS

The major requirements of aii air bearing rocket sled slip-
per are summarized below. These are condensed from the Tech-
nical Exhibit of the contract, Reference (1), and are included
here to clarify the results discussed in subsequent sections.
Only the specific requirements and objectives are included here
and the parameters considered in the study are included in the
appropriate sections.

2.1 Performance Requirements

The principal performance requirement of an air lubricated
slipper bearing is to prevent contact between the slipper and
rail under the highly transient loading specifications given in
Reference (1). These loading specifications are shown in Figure
2 for a typical monorail sled, and in Figure 3 Tor a typical
dual rail sled. In addition, an air lubricated slipper bearing
must be capable of reacting moments and incidental lateral
loading without rail contact. Similarly, no instabilities cau-
sing slipper-rail contact are acceptable.

2.2 Constraints

The principal constraint on an air bearing slipper is that
it must be compatible with the present AFMDC track at Holloman
Air Force Base. No changes of the track are permissible.

2.3 Evaluation

The major characteristics of an air bearing slipper to be
evaluated include the penalties with respect to weight, drag,
and operational complications such a system would incur and the
level of development effort required to provide a prototype
system. In addition, the ability of such a system to overcome
the problem of erosive oxidation at hypersonic speeds must be
evaluated.

5
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SECTION III

SELF-ACTING SLIPPER BEARINGS

3.1 General Considerations

The use of a simple, self-acting air bearing for a rocket
sled slipper application is most attractive due to its light
weight, low development cost, and operational simplicity.
Virtually any two surfaces in close proximity with relative
motion act as a bearing, but the effectiveness of the bearing
is a strong function f the shape, operating environment, and

* arrangement of the elements. The most important parameter to be
considered for a rocket sled application is the minimum slipper-
rail gap. This dimension should be as large as possible to
minimize the requirements on track alignment, dimensional vari-
ations of the rail, and surface roughness.

3.1.1 Bearing Geometry

Various shapes for self-acting bearings are possible,
depending on requirements of the particular application. Four
typical configurations are shown in Figure 4. The simplest of
these is the plane wedge or tapered bearing, which is the easi-
est to fabricate. The other types have higher load capacities
for the same length, width and minimum gap, on a theoretical
basis which ignores side flow. The step bearing shown in Figure
4(c) has a higher side flow than the other types and therefore
does not achieve its theoretical advantage in practice. Even
theoretically, the load capacities of the different shapes do
not vary by large amounts. For these reasons, the simple wedge
shape bearing was chosen for subsequent analysis.

3.1.2 Effect of Inlet and Exit Pressures

The flow field in the immediate vicinity of the slipper
directly affects its operation as a bearing. The gap inlet
pressure is the most important parameter since the bearing load
capacity is almost directly proportional to this pressure. A
typical pressure profile for an air-lubricated slipper beari~ig
is shown in Figure 5. This pressure profile is nondimensiona-

SI lized in terms of the inlet pressure and bearing length for a
Mach 6 operating condition. For the same slipper geometry,
this profile would apply for almost any inlet pressure.

9
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Since the integrated pressure profile yields the load
capacity, the highest inlet pressure will produce the highest
load capacity. The use of a !low aeflection device to shield
the slipper is therefore precluded for a self-acting slipper
bearing due to the low pressure region behind such a device,

The pressure profile in Figure 5 also show3 that the
pressure drops off from the maximum value to the exit value
very rapidly. From a load capacity viewpoint, the exit pressure
can vary over a large range without appreciably affecting the
bearing load.

3.1.3 Flow Within the Gap and Shock Formation

The flow within the slipper-rail gap is determined by the
slad velocity. Relative to a coordinate system fixed to the
slipper, the flow velocity is zero on the slipper surface and
equal to the sled velocity on the rail. The situation is re-
versed if the coordinate system is fixed on the rail. When a
sled is operating at supersonic velocities, portions of the flow
within the slipper-rail gap are supersonic, transonic, and sub-
sonic. The pressure profile in Figure 5 shows that the maximum
pressure point is close to the exit of the slipper and the pres-
sure gradient up to this point is quite high. The high pressure
gradient will generate regions or Layers of the flow close to
the slipper surface where the flow is reversed. The relatively
large area of subsonic flow and the layer of reversed flow pro-
vide a mechanism for pressure signals to propagate upstream and
modify the flow. This characteristic minimizes the possibility
of a shock ahead of the maximum pressure point.

The flow aft of the maximum pressure location is affected
by a steep accelerating pressure gradient afid !Aost of the flow
within the gap, excluding a small region near the slipper, will
1ecome supersonic. The possibility of shocks forming within
the gap is much greater in this region. However, the very small
area over which this may occur would cause the effect of sho.k
formation to be negligible. The only serious problem would be
the possibility of altering the upstream flow. However, con-
ventional air bearings also operate with pressure gradients
near the end of the bearing sufficient to cause supersonic flow
and no corrections have been found necessary. Trailing edge
discontinuities are neglected in standard bearing analyses and,
as pointed out in Reierence (2), experiments have verified that
these discontinuities are usually negligible.

11
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3.2 Bearing Analysis

The basic bearing analysis used to evaluate the feasibility
of self-acting slipper bearings was adopted from the work of
V~. Tipie and V. N. Constantinescu of the Institute of Applied
Mechanics, Academy of the Rumanian Peoples' Republic. The
results of their studies on turbulent lubricating films have been
published in Reference (3), which was used for this study.

The aipproach taken in this work parallels the analysis of
turbulent boundary layers. The Prandtl mixing length theory is
applied to the r~dt.ced Navier-Stokes equation and a modified
version of the standard lubricating equation is formed. Details
of t.e analysis and the associated assumptions used are given

* ~The solution of the basic different ifl equation given in
Reference (3) require3 an assumption on the form3 of the equation
to render it integrable. In order to insure that this assumaption

t did not limit the applicability of the analysis, 1:he basic dif'-
ferential equation was numerically integrated with a computer
program developed for this purpose.

Gap slope -0.005

1.5 2,
2-.5

L2&4 Ea1ntRaig ~fc i
F/PlL - La e ntEai~SraeW4~.

Ik Inlet Pressure x slipper Length

0 1 2 3 4 5 6I

Minimum Slipper-Rail Gap, Inchesz 0
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3.3 Self-Acting Slipper Bearing Performance

The results of the analysis are shown in their most useful
form in Figure 6. This figure gives the nondimensionalized bear-
ing load per unit width ol surface as a function of slipper
length and minimnam slipper-rail gap, for a slipper slope of
0.005. Slipper tearing performance for other slopes, including
center of pressure data, are given in Appendix I.

The load carrying capability of the slipper is given in non-
dimensionalized form for convenience. The load per unit width
of surface (the width of the rail face reacting the load) is
divided by the bearing inlet pressure and length. For the re-
sults shown in Figure 6, the bearing inlet pressWe was assumed
to be the static pressure behind a normal shock at the sled Mach
number. If this pressure is used, the data in Figure 6 applies
for any uelocity between Mach 1 and Mach 6. rhis convenient
result is due to the combination of, (1) the form of the lubri-
cation equation and, (2) the equilibrium air properties behind
a normal shock. The effect of Mach number enters only through
the inlet pressure. Actually, slight differences were found
between different Mach numbers but, these differences are very
small and may be ignored.

3.4 Factors Affecting Self-Acting Slipper Bearing Design

3.4.1 Effect of the Average Slipper-Rail Gap

Aside from the basic considerations of slipper bearing
length and miiiimum slipper-rail gap, two importazt factors pecu-
liar to a rocket sled application must be considered in a typical
design.

The first factor is the effect of the average slipper-rail
gap on overall bearing performance. The schematic shown in
Figure 1 for the self-acting slipper bearing depicts the slipper
supporting a download. The picture shows that the load is sup-
ported by the upper surface of the slipper with a emall clear-
ance between the rail and slipper striaces. However, since the
slipper must also react uploads, the lower lip of the slipper is
shaped so that it may act as a bearing under upload conditions.If the minimum slipper-rail gap on the lower side of the slipper
is approximately the same as on the upper side, the two sides of
the slipper will develop opposing forces. These forces will
minimize any net load capacity.

13
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The simplebt solution to this probleL, is to provide a suf-
ficiently large average slipper-rail gap so that the force de-
veloped by the opposite side of the slipper is minimized. In
this case, the slipper bearing would position itself on the rail
as shown in Figure l(a) to support a download with the large gap,
between the lower slipper surface and the rail, minimizing the
opposing force. To react an upload, the situation would re-

wverse,

Nr The optimum average slipper-rail gap required to minimize
the opposing force would .•e quite large if no limits had to beconsidered. However, a ve-y large average slipper-rail gap

would amplify existing problems of rail induced vibrations andan upper limit is imposed by the track tie-down fixtures. To
assess th e o p posing force, a number of cases were run on the

performance program for an average gap corresponding to the
present average slipper-rail gap of 1/16 of an inch. The results
given in Figure 7, show that the pressure decreases from the
inlet value to the exit value for a number of typical cases. In
general, this will always be the case if the slipper-rail gap is
large. Since the force developed by the opposite side of the
slipper is not excessive in these cases, it is recommended that
the present 1/16 inch average slipper-rail gap be maintained at
the exit of the slipper bearing. Due to the slope of the inner
surface, the average slipper-rail clearance vill vary over the
length of the slipper.

3.4.2 Partial vs Full Slippers

The second design consideration also involves the opposing
force discussed above. For the monorail sled, operation at high
speed requires the lower lips of the slippers to react the sled
lift. If a standard slipper form is used, the upper surface of
the slipper, with twice the surface area of the lower lips, will
develop a large lift. This will increase the load requirement
of the lower lips, thus forcing the slipper to operate with a
small slipper-rail gap.

One method of alleviating this problem is to use only a
portion of the upper surface as a bearing. A typical configura-
tion would vent half of the upper surface so that no load would
be developed in the center section. This type of slipper would
resemble the "half" slippers used on some sleds in the past.

The advantage of using a "partial" slipper design was
evaluated for the front slipper of the monorail sled at the
maximum velocity condition (Mach 6). The minimum slipper-rail
gap for full and partial slipperE were calculated using the pro-

14



0
-41

CC,

$V4

Q) U))
0. 0

04

.HJ

1-4 -4

4.) C '

0.I
0to

W-$

U,)

00

'bb

-4r

44

o 00 0v

aJflssgJd I-BuOTSU8W1PUON -uTd/d

15



cedure outlined in Appendix II. The results of this calculation
are shown in Figure 8, where the partial slipper has 50 percent
of its upper surface vented or removed, and the full slipper
retains the entire surface. The data shown in Figure 8 illus-
trates the advantage offered by using a partial slipper. For a
given slipper length, the minimau slipper-rail gap is much
larger for the partial slipper, than for the full slipper.

An obvious disadvantage of the partial slipper is that the
reduced upper surface area reduces the load capacity of that
surface. However, this disadvantage occurs only at low speeds
(where the slipper load is down) and is outweighed by the ad-
vantage gained at high speeds. This is shown in Section 3.5.2.

3.5 Monorail Sled Self-Acting Slipper Beaping

3.5.1 Slipper Design

The choice of a "design point" for the monorail sled
slipper bearing is arbitrary, since the slipper operates over
large ranges in speed and load. A reasonable point to take as
a design point would be the operating condition where the slip-
per-rail gap is a minimum. Except for very low velocities,
where the slipper is bottomed out, the minimum slipper-rail gap
occurs at the maximum velocity condition (Mach 6) for the front
slipper specified in Figure 2.

With the partial slipper selected as the preferred approach,
many combinations of slipper length, minimum gap, and gap slope
are possible. The gap slope can be eliminated from consideration
since the optimum slope is 0.005 as shown in Appendix II. How-
ever, the trade-off between length and gap must consider many
parameters each of which are strongly dependent on load, vel-
ocity, track conditions, sled geometry and many other factors.
Fe- the purposes of a feasibility study, it was decided to se-

a slipper length that was not unreasonable, but operated
Sx appreciable gap. For this purpose, a length of 1.5

1'e., with a corresponding minimum slipper-rail gap of 0.005
41ncL_!s, was selected. This corresponds to the design point
shown in Figure 8.

A sketch of the slipper with the important dimensions is
shown in Figure 9. The dimensions shown on the drawing assume
a slipper thickness of 0.38 inches, which has been machined to
form a tapered gap. If a constant thickness is required for
strength, the form of the slipper would only change in this
dimension.

16
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The same slipper design can be used for the rear slipper,
since the loading on the rear slipper is not as severe as on
the front slipper. The rear slipper would operate with a larger
gap than the forward slipper due to the lower loading.

3.5.2 Variation of the Minimum Slipper-Rail Gap During a Run

The variation of the minimum slipper-rail gap during a
typical run is shown in Figure 10. Only t.,e accelerating portion
of the run is shown, since the decelerating portion would be
quite similar. The data shown in 4he figure 4re for the front
slipper with the load-velocity relation defined by Figure 2.

The results show that the minimum slipper-rail gap between
the lower lip and the rail varies from 0.125 inches (the maximum
value) at low speeds, down to 0.005 inches at Mach 6. The mini-
mum slipper-rail gap between the upper slipper surface and rail
is zero (bottomed out) until appjroximately Mach 1.5 and increases
to 0.12 inches at Mach 6. The "bottomed out" portion is very
dependent on velocity so that lowering the applied loading does
not appreciably alter these results.

A similar analysis was performed for a comparable "full"
slipper design in the low velocity range of the sled. As
mentioned in Section 3.4.2, a full slipper would have better
low speed performance than a partial slipper, due to the larger
bearing area available on the upper surface. It was found that
a 1.5 feet long full slipper would bottom out at approximately
Mach 1.1, only 400 ft/sec lower than the partial slipper. Con-
sidering the large high speed advantage offered by the partial
slipper, the additional velocity capability of the fUll slipper
is not considered an advantage.

The results presented in this section were obtained by
applying steady-state slipper :)erformance to highly transient
operating conditions. The validity of this approach is demon-
strated in Appendix II.

3.5.3 Slipper Attachment Mechanism

The performance of the slipper during a typical run is
strongly influenced by the gap slope. For the monorail sled, it
was found that if the slipper was pin connected to the support

4- mount, questionable static stability occurred. As shown in
Appendix I, the center of pressure of the slipper bearing can 1
vary over a large range, depending on the load imposed on the
slipper. Due to -the highly variable slipper loading, no stable
configuration could be found for "off-design" operation.
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I This problem arises frequently in bearing operation. How-
ever, it does not prove to be a problem since the "pin point"
can be placed at a variety of locations and the bearing continues
to operate satisfactorily. For the slipper bearing, the load
variations are very large and the results obtained in practice
for conventional bearings may not be applicable.

The chief difference between conventional bearings and a
rocket sled slipper bearing, which has a direct effect on this
problem, is the magnitude of the gap slope. The slipper bearing
has a gap slope an order of magnitude greater than conventional
bearings. This permits a fixed slipper arrangement without
sacrificing bearing performance. To illustrate this charac-
teristic, Figure 11 shows the variation of slipper slope due to
changes in sled loading. A typical slipper separation distance
of 3.3 feet was chosen, corresponding to current monorail test
sleds. As shown in the figure, the gap slope varies +0.003
during the monorail sled run. For this reason, the giometric
slope of the interior slipper surface is 0.008, as shown in
Figure 9, but the operating slope of the bearing gap is 0.005
during most of the run. Portions of the run where the slope of
the bearing gap is not 0.005, and therefore not optimum,
occur where the minimum slipper-rail gap is large. In these
cases, the slope of the gap is not critical and does not serious-
ly affect performance.

3.5.4 Lateral Load Capacity

The lateral load capacity of an air bearing slipper is
determined by the same considerations as the vertical load
capacity. For the slipper shown in Figure 9, the side surfaces
of the slipper are shaped the same as the top and bottom surfaces.
Under the action of a lateral force, the slipper will shift in
the direction of the :Porce until the side of the slipper devel-
opes sufficient force to react the load. When no lateral force
Is present, the slipper will center itself relative to the ver-
tical axis of the rail, due to the equal forces generated by
both sides of the slipper.

The method of calculating the lateral load capacity of the
slipper is identical to the method used to calculate the ver-
tical capacity. The results of the calculation are shown in
Figure 12, where the lateral load capacity of the glipper is
given as a function of Mach number and minimum slipper-rail gap.
As shown in the figure, the lateral load capacity of the slip-
per is quite large.
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3.5.5 Moment Capability

The moment capability of a monorail slipper bearing is
limited by the inherent arrangement of the sled. Unless an
outrigger system, which utilizes another slipper on the other
rail of the track, is used, any rolling moments imposed on the
slipper must be reacted by pure twisting of the slipper on the
rail. 'The situation which occurs is shown in Figure 13, with
the actual slipper-rail gaps exaggerated for illustrative pur-
poses.

This illustration is for an upload condition where the
smallest slipper-rail gaps occur between the lower lips of the
slipper and the rail. Due to the applied load, the sum of the
forces generated by the left and right hand lips must remain a
constant. However, tvisting of the slipper permits one side,
in this case the left side, tc develop more force than the right
side. The differential loading produces a moment opposing the
moment which originally caused the rotation.

Even undear small, rotations the gap varies by an appreciable

amount over either of the lips. For the case shown in Figure
13, the minimum slipper-rail gap occurs at the extreme left side
of the slipper lower left lip. The gap on the other end of the
lip may be a few thousandths of an inch higher, but due to the
sensitivity of load to gap disensions, the "effective" or aver-
age gap will be significantly larger than the minimum gap.

To assess the moment capability of the monorail sled slip-
per, moments were calculated for various minimum slipper-rail
gaps at selected sled speedf. The results are shown in Figure
14. The figure shows the moment capability of the slipper as
a function of sled Mach number and minimum slipper-rail gap with
the moments relerenced to the point shown in Figure 13. The
intersection of a line of constant minimum slipper-rail gap with
the horizontal axis (no moment), yields the gap corresponding
to Figure 10 at the same Mach number. For example, the 0.005 in.
gap line intersects the horizontal axis at Mach 6. This is the
operating gap at Mach 6 with no applied moment. If a moment is
to be reacted at this condition, the min2.mum slipper-rail gap
must decrease.

3.5.6 Slipper Drag

With sliding contact between the rail and slipper elimi-
nated by the lubricating air film, the drag of a slipper bearing
will be much lower than the drag of couventional slipper. How-
ever, there will be an increase in the aerodynamic drag of the
slipper bearing compared to a standard slipper due to both in-
creased viscous and pressure forces.
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To determine the drag of a self-acting slipper bearing,
the design shown in Figure 9 was analyzed during the accelera-
tion phase of the monorail sled run specified in Figure 2. The
slipper drag is a function of the loading and speed and therefore
is dependent on the run profile. Only the front slipper drag
was calculated, but the drag of the rear slipper would be simi-
lar, although lower. The results are presented in Figure 15 as
a function of sled Mach number. The two curves shown in Figure
15 give the net increase in the aerodynamic drag of an air
lubricated slipper over that of a standard slipper. The lower
curve represents the net aerodynamic drag increase of the slip-
per shown in Figure 9. The upper curve gives the net drag
increase for a slipper which has a constant thickness. The data
are presented in this form to eliminate any dependence on
slipper thickness.

A large portion of the aerodynamic drag increase is caused by
the pressure within the slipper gap. Due to the relatively
large gap slope (compared to a conventional bearing), the pres-
sure within the gap exerts an axial (drag) force.

3.5.7 Effect of Wear On Slipper Performance

For a self-acting slipper bearing, the effect of surface
wear on slipper performance may be negligible. The results of
the studies given in previous sections indicate the preferred
slipper design is one resembling the form shown in Figure 9,
rigidly attached to the sled. If some wear of the slipper
occurs due to occasional contact with the rail or if for opera-
tional purposes it is necessary te! tow the sled at very low
speeds, the rear section of the slipper will be the only portion
suffering any damage. Removal of some of the slipper material
will result in an interior gap shape similar to the taper-flat
slipper bearing shown in Figure 4(b). Unless a large amount of
slipper material is removed, the length of the slipper will not
change. Since the taper-flat bearing does not have a signifi-
cantly different load capacity than the plane tapered bearing
(it may be higher or lower depending on the slope and relative
proportions of the taper and flat sections), the slipper will
operate at approximately the same minimum slipper-rail gap at a
given sled speed and load.

-a- The entire question of the effect of surface wear may be
obviated when additions to the slipper required for operational
purposes are made. These are discussed more fully in Section
7.1.
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3.6 Dual Rail Sled Self-Acting Slipper Bearing

An analysis similar to that conducted for the monorail sled
was attempted for the dual rail sled requirements given in
Figure 3. However, due to the combination ct low speeds (less
than Mach 2) and high slipper loads, the required slipper
lengths and minimum slipper-rail gaps were deemed not feasible
for any portion of the run. To satisfy low speed requirements,
dual rail slipper loads would have to be reduced to values less
than that of the monorail sled.

The main reason for this result lies in the levels of
available inlet pressure for a self-acting bearing. Under ideal
conditions, where the free stream air could be isentropically
diffused before entering the slipper gap, it might be possible
to satisfy very low loads at speeds greater than Mach 1. How-
ever at lower speeds, the slipper bearing load capacity for
reasonable slipper lengths and gaps can be best classified as
negligible. These results clearly indicate the need for exter-
nally pressurized slipper bearings for low speed operation,
especially for typical dual rail sled requirements.

The use oZ a sophisticated inlet system to efficiently
diffuse the ram air before introducing it into the slipper
gap appears to offer no advantages. As mentioned above,
such a system does not significantly improve the feasibility of
the slipper bearing at low speed. At high speeds it is unneces-
sary.
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SECTION IV

EXTERNALLY PRESSURIZED SLIPPER BEARINGS

4.1 General Considerations

The results of the studies on self-acting slipper bearings
indicate that an externally pressurized slipper is required for
a typical monorail sled below Mach 1.5, and over the entire
speed range of a typical dual rail sled, if %11 contact with the
rail is to be avoided. Since the support equipment weight and
volume of an externally pressurized slipper are the most important
considerations of the systemi the primary effort of this
phase of the study was directed at determining their penalties.

Compared to self-acting Learings, externally pressurized
bearings require considerably greater effort to evolve workable
systems. The flow within the bearing gap is complicated, and
when coupled to a supply system, the overall analysis of the
bearing must utilize many assumptions and approximations. Some
of the inherent problems of externally pressurized bearings and
those peculiar to a rocket sled application are discussed in
the following sections. For a comprehensive discussion of these
bearings, including the available analyses, the reader is re-
ferred to Reference (2).

4.1.1 Bearing Geometry

As xn the case of self-acting slipper bearings, many
types of externally pressurized bearings can be considered for
use on the Holloman Test Track. A common characteristic of
many externally pressurized bearings is that they usually
incorporate some type of flow restriction mechanism to limit
the amount of flow that the bearing will pass. This is
necessary to prevent a large flow consumption when the bearing
is unloaded or, as in the case of a slipper bearing, the
load is reversed.

The major categories of externally pressurized bearings
consist of the inherently compensated bearing and the orifice
or capillary restricted bearing. The primary difference be-
tween these major types is the nature of the flow controlling
area. For the former bearing, the controlling area is the
inlet to the gap, as shown In Figure 16(a), and for the latter,
it is an external device, such as an orifice, as shown in
Figure 16(b). Various bearing surface configurations are
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applicable, depending on the bearing characteristics required.
Two configurations which are used often are shown in Figures
16(c) and 16(d). The type shown in Figure l6(c) has a recess

V. near the inlet source and the scheme shor n in Figure 16(d) is
an example of a bearing with multiple sources. Each of the

4 types shown in Figure 16 has advantages and disadvantages. The
recess type (Figure 16(c)) tends to have a higher load capacity
than the others, but due to the compressibility of the air in
the recess, this type is more prone to instabilities. Also,
the larger the recess, the less area with a small gap is avail-
able for developing squeeze film damping, a characteristic which
is important when considering the reaction of a bearing to vary-
ing loads. A more complete discussion of various typos and
configurations of externally pressurized bearings may be found
in Reference (2).

Since the primary purpose of this phase of the study was
to determine the weight and volume penalties of an externally
pressurized bearing for a rocket sled application, a typical
configuration was chosen for analysis. This design is the one
shown in Figure 16(b). The slipper is actually composed of five
separate bearings, one for each rail surface. A load in any
direction is reacted by the bearing(s) normal to the load
direction. Air is supplied to manifolds, which act as reser-
voirs, flows through the restricting orifice into the small
recess formed by the supply tube, and then enterG the bearing
gap. The air leaving the gap then flows into adjoining gaps
and out the bottom and ends of the bearing. Again, the purpose
of the orifices is to restrict the flow of the bearings which
are not producing a load, thereby minimizing the total flow
requirements.

4.1.2 Effect of Linear Notion on Externally Pressurized Bearings

One of the most complicating factors involved in the
design of an externally pressurized slipper bearing is the effect
of linear motion. At rest, the bearing would operate as de-
scribed above. Except for leakage at the ends of the slipper,
the flow would follow the path shown in Figure 16(b). With
linear motion normal to the rail cross-section, the air entering
the bearing will be swept downstream. If one source at the front
of the slipper is supplying air to the slipper gap, the axial
pressure profile within the slipper gap would be very similar
to the profile shown in Figure 7 for the self-acting slipper
bearing. Xn this case, the inlet pressure would be the supply
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pressure. This pressure profile would occur only near the
lateral position of the source, since the air pressure level
at lateral stations further away would be lower.

The conflicting design features of slipper bearings
operating at rest and at high speeds are schematically showx,in Figure 17. At rest, a typical design would resemble Figure

17(a). The supply line would feed a manifold and the air would
flow into the slipper-rall gap through an axial slot in the
bearing surface. At high speed, a typical design would take
advantage of the self-action of the bearing by forming a wedge-
shaped gap, as in Figure 17(b). Air would be injected into
the gap at the front of the slipper through a lateral slot
across the face of the bearing.

Although compromises incorporating features of both systems
are possible, tho two schemes shown in Figure 17 are basically
incompatible. First, to form a wedge-shaped g~p, a mechanism
to tilt the slipper as linear speed increases is necessary. If
a wedge-shaped gap is built in, the flow requirements at rest
will be quite high due to the relatively large gap at the front
of the slipper. Second, at high speed the self-action of the
bearing will produce pressures near the end of the slipper much
higher than those near the front. If air is supplied to all
sections of the slipper from a common source, the higher
pressure at the rear of the slipper will cause the supply slot
to act as a bleed. This will reduce any performance benefits
due to bearing self-action. Finally, to conserve the air supply
the rear sections of the slipper should be sealed when operating
at high speed, since this air would not be necessary for opera-
tion. The last two problems can be solved by providing
individual ports, rather than an axial slot, along the slipper.
Each port may be valved off at the proper speed. However, this
approach involves a complicated valve and control mechanism,
which would have varying design requirements depending on sled
velocity and loading.

4.1.3 Effect of Inlet and Exit Pressures

The effects of the external flow field pressure on the
performance of an externally pressurized slipper bearing are
imuch smaller than in the case of the self-acting slipper
bearing. With the air in the slipper gap supplied from an ex-
ternal source, the major effect of the pressure at the front of
the slipper is to alter the flow pattern in the immediate
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vicinity of the slipper leading edge. A high exterior pressure
will reduce the leakage from the front of the slipper, thus
reducing the on-board air supply requirements. Hence, no flew
deflector should be used. For dual rail sleds, this presents
no handicap since low maximum speeds of dual rail sleds do not 3
impose use of such devices..

The exterior pressure at the rear of the slipper has only
a small effect on the performance of an externally pressurized
slipper bearing. Since this type of slipper bearing operates
as a self-acting bearing at high speeds, the effect of the exit
pressure is essential~y the same, and therefore small.

4.1.4 Flow Within the Gap and Shock Formation

Although high speed operation of an externally pressur-
ized slipper bearing would resemble a comparable self-acting
bearing, static or low speed operation of this type of bearing I
is quite different. For externally pressurized bearings with
small operating gaps and low supply pressures, the air will

flow from the supply line into the gap at e.sentially constant
pressure. Upon entering the gap, the pressure will drop off
rapidly, due to the expansion, and then gradual!y decrease to
the ambient pressure as it flows through the gap from the inlet
to the exit. At the inlet to the gap, the air viscosity does
not appreciably affect the flow, because the boundary layers on
the surfaces have not built up yet. Further into the gap these
forces play an increasingly important role, until finally they I
completely dominate the flow.

If the supply pressure is high, the expansion will be
accompanied by an oblique shock system located in the region
denoted by "restricting area" in Figure 16(a). Often, a norma.
shock will be present. In some cases frictional choking will
occur in the gap, and if the gap is large enough, the Bernoulli
effect will cause an attractive, rather than a repulsive, force
lbetween -",he two surfaces.

4.2 Bearing Analysis

The slipper bearing configuration chosen for analysis is
sheown in Figure 18. For the purpose of the study, the bearing
layout was assumed o correspond to Figure 17(a) with no pro-
•ision for either tilting the s..pper or valving off flow to the
rear section 2f the slipper as sled speed increases.
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The basic bearing analysis was taken .irectly from
Reference (2). This analysis does not include the effect of
relative surface motion but, as shown later, the basic con-
clusions reached in this study do not require a solution to
this problem. In the analysis, the flow in the gap is assumed
isothermal and laminar. Although the former assumption is
reasonable, some of the cases involving large slipper-rail gaps
would require a turbulent film analysis. However, the results
obtained using the laminar assumption have sufficient accuracy
to determine the penalties associated with externally pressur-
ized slipper bearing.

4.3 Factors Affecting Externally Pressurized Slipper Bearing

SDesign

4.3.1 Pressurization Requirements

The reason the laminar analysis mentioned above is
sufficient to determine the support system penalties involves
a consideration peculiar to a rocket sled application. Since
the slipper must react lo-ds in all directions normal to the
rail surface, air must . supplied to all five surfaces of
the slipper. In Figure 15, the slipper is shown in the
position it would assume when at rest. The upper surface of
the slipper and rail act as the bearing with a small clearance
between the two surfaces. As shown in the figure, the con-
trolling flow area is the inlet to the gap. Once the slipper-
rail gap is selected, the orifice area is made only slightly
larger than the gap inlet area, to limit the flow when the
surface is unloaded and the gap increases.

During a typical sled run, slipper loading is highly
transient. If flow is not constantly supplied to all sides
of the slipper bearing, a complex sensing system, coupled with
a valving mechanism, would be needed to supply air to the
surface required to react tho applied load. The sensing system
would be required to detect a change in loading (probably by
measuring changes in slipper-rail gap), open the supply valve
to the appropriate surface, and close the supply valve to the
surface becoming uitloaded. Even if such a sensing and valve
system were practical, the inherent pneumatic lag of the supply
system would probably limit the allowable loading variation to

4 i very low levels.
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For this reaaon, all sides of the slipper should be
pressurized during the entire run. Since the flow through the
load-reacting side of the bearing is a small portion of the

.-, total flow, departures from laminar flow in the gap do not
seriously affect the support system requirements calculated
using this assumption.

4.3.2 Effect of the Average Slipper-Rail Gap

Due to V .' orifice in the supply line, Lhe effect of
the average slipper-rail gap on overall bearing performance is
small, If the average slipper-rail gap is very small (less

than 0.005 inches), all sides of the slipper would develop
appreciable loads and little net loading capacity would exist.
This situation is similar to the case of the self-actingS• slipper bearing. However, due to the orifice, if the gap in-

creases to P. value only slightly larger than the design value,
the flow is limited and the pressure in the gap drops off
sharply. Thus, if the gap is over an order of magnitude larger
than the design gap (0.005 - 0.001 inches), the load developed
is negligible. Therefore, the present average slipper-rail gap
of 1/16 of an inch can be retained for the externally pressur-
ized slipper bearing, and a larger valuo is allowable.

4.4 Dual Rail Sled Externally Pressurized Slipper Bearing

4.4.1 Typical Slipper Bearing Design

The requirements of an externally pressurize-d slipper
bearing for the dual rail sled loadtng given in Figure 3, are
showr in Figure 19. This slipper is designed for the load re-
quirements at the beginning of the run and is given here to
illustrate the miniatum penalties associated vith externally
pressurized slipper bearings. The schematics shown in Figure 39
are for a bottle fed system, whrre the air is stored in tanks
at 60 degrees F, and for a compressor fed system, where the air
is supplied at the compressor exit temperature. The compressor
efficiency was assumed at 100 percent for simplicity.

For these requirements, the slipper-rail gap was selected
at 0.002 inches and the slipper length was set at 15 inches.
Increasing the slipper length would lower the pressure require-
ments but increase the flow requirements. As shown in the
figure, air from a supply line at approximately 100 psia flows
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through the orifice in the top surface and is throttled to
70 psia before entering the gap. The flow leaving the gap
mixes with the flow coming from the sides and bottom surfaces
and exits to the atmosphere. The pressure in the side and

S~bottom gaps is vew-y close to ambient (12.7 psia for the Hollo-
S~man Test Track) due to the low flow rate and large gaps

relative to the upper surface gap.

S~4.4.2 Effect of the Supply Pressure

S~A trade-off exists between the supply pressure and total •
bearing flow which are inversely proportional. The trade-off •

is obtained by first establishing the gap inlet pressure, in
l • ~ this case 70 psia, to satisfy the load requirement. This i

! pressure then determines the flow rate in the gap. Once the
S • flow rate is established, various supply pressures may be

S~selected, and with each supply pressure the size of the orifice
is determined, Assuming the same orifice size for each side
of the bearing then determines the total bearing flow. For the
slipper conditions shown in Figure 19, the trade between supply

| i ~pressure and total flow rate is shown in Figure 20. To assess i
the trade between pressure and flow rate, the total tank

:• ! volume per minute of operation and the compressor power are

I]

S~plotted in Figure 21 as functions of supply pressure.

J

These data show that the optimum supply pressure for the
compressor fed system is approximately 100 psia and for the
bottle fed system, a supply pressure over 110 psia does not
result in a significant volume saving. This-result (supply
pressure/gap inlet pressure - 1.5) was found to be approxi-
mately optimum for the other ctsos investugated and was used
throughout the remaining studies to size the orifice.

4.4.3 Effect of the Slipper-RaiA! Gap

Following the same procedure used to calculate the
slipper pressure and flow requirements for a gap of 0.002 inches,

a number of cases for different slippe~r-rail gaps were calcu-lated and the total weight and volume penalties at each gap
were established. The results are shown in Figure 22 where the
weight and volume Sf a tank storage system are shown as
functions of the slipper-raii gap. These results are for the
slppper designed for the duae rail sled at the beginning of the
sled run, with a 60-second operaeing time as specified in
Reference (1).
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The data shown in Figure 22 indicate that the support
system weight and volume increase drastically with sl.pper-rail
gap. If a gap comparable to the self-acting minimum slipper-
rail gap is required (0.005 inches), the penalty is enormous.

¾ The weight and volumes shown in Figure 22 were obtained
using the data available on air'raft high pressure air
"cylinders and spheres conforming to military spccifications
(without gunfire requirements which dictate wire wound vessels).
These data represent the lightest available vessels and were
obtained from literature on Walter Kidde and Company equipment.
Unfortu~nately, no existing compressors could be found with both
the prassure and flow rate ranges required b7 the slippers.
However, rough estimates of suitable compressors, extrapolated
from existing hardware, indicated compressor fed systems would
have much higher weight penalties than bottle fed systems. The
primary reason for this is the relatively short (60 second)
operating time required. The fixed weight of the compressor is
unsuited to this short an operating time.

4.4.4 High Speed Slipper Design

The slipper requirements for the dual rail sled were
investigated at the maximum load condition specified in Figure
3, with the same analysis and weight data used for the cases
discussed above. For this case, a slipper-rail gap of 0.002
inches and a slipper length of three feet were selected.
However, due to the very high upload and relatively low down-
load requirements of the slipper, two different supply pressures
were selected. To satisfy the maximum load condition (upload),
a suppl) pressure of 1200 psia was found rnecessary for the lower
lips of the slipper. However, a supply pressure of 105 psia was
found adequate for the upper surface, and the same pressure was
used for the sides of the slipper.

The weight and volume penalties for this slipper system are
shown in Figure 23 as functions of operating time. If a full
60-second operating time is required, the weight and volume of
the support system are quite large. However, a significant
weight saving can be realized if the portion of the run experi-
encing loading in only one Airection is known. For the dual
rail sled loading specified in Figure 3, it appears that after
"the initial eight seconds of the run, the slippers are subjected
only to downloads. If this is the case, the weight penalty for
the slipper design discussed above could be reduced to approxi-
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mately 500 pounds and the tankagi, volume would be equivalent
to a 21-feet diameter sphere. The 1200 psia tank supplying
the lower lips of the slipper would be designed for about eight
seconds of operation. At the end of this time the tank would
be empty. However, this approach would not allow for inci-
dental load and moment capability or unusual loading conditions
at the end of the run, such as during a water braking operation.

To significantly reduce the weight and volume penalties
of an externally pressurized slipper, large redt.ctions in
slipper loads are required. Although this may be possible at
high speeds by aerodynamic load control, low speed loading,
which is due to inherent sled design features, would still be
high and the support system penalties would remain large.

4.4.5 Lateral Load Capacity

The lateral load capability of the dual rail sled
slipper discussed in the previous section depends on the
pressure level of its supply. In the absence of any specific
requirements, this supply pressure was set at 105 psia, the
same level required for the upper surface.

The lateral load capacity of each of the dual rail sled
slippers is shown in Figure 24 as a function of sled velocity
and the gap between the side of the slipper and the rail. This
figure shows the lateral load capacity is constant up to Mach 1
and then drops off as the sled velocity iazreases. The princi-
pal reason for this characteristic involves the opposing force
developed by the opposite side of the slipper. At speeds less
than Mach 1, it was assumed that the air entering the gap
between the opposite side of the slipper and the rail was
essentially at ambient pressure. Bowever, above Mach 1, the
normal shock standing in front of the slipper lip will produce
gap inlet static pressures higher than ambient. At these speeds,
the pressure profile within this gap will be similar to that
shown in Figure 7, and an appreciable opposing load will be
developed. This opposing load will increase with velocity until
it reduces the net load capacity to very low values.

4.4.6 Moment Capability

The moment capability of the dual rail sled is related to
the allowable minimum slipper-rail gap. At a given sled speed,
the slipper will operate with the slipper-rail gap required to
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react the applied slipper loading. Under the action of a
rolling moment one slipper will deflect to decrease this gap,
thereby increasing the developed load, and the other slipper
will move so as to increase the gap and thereby decrease the
developed load. The differential loading will then produce a
moment opposing the applied moment.

Since the slippers on a dual rail sled are separated by
seven feet. the small sled rotation due to differential
loading does not cause any appreciable variation of the gap
across the slipper. For this reason, it is convenient to
express the increase or decrease of vertical slipper force with
slipper-rail gap. In this form, the data can be used to
determ±ne moments and calculate impulsive force and asymmetric
loading capacities as functions of slipper-rail Zap.

These data are shown in Figure 25 for the dual rail sled
at various velocities. At a given velocity, the slipper-rail
gap corresponding to zero excess slipper force is the equil-
ibrium gap the slipper operates at under the applied loading
given in Figure 3.

4.4.7 Slipper Drag

The drag of the externally pressurized slipper hearing
designed for the dual rail sled is of little consequence when
compared to the thrust penalties of the added support srstem
weight and drag. For estimating purposes, the increased aero-
dynamic Irag of the externally pressurized slipper over a
standard slipper can be taken as shown in Figure 15 for the
self-acting slipper (although it would actually be lower).
Thus, for the dual rail sled run specified in Figure 3, the
slipper drag would amount to no more than 40 pounds per slipper
at the maximum velocity condition. Of course, the drag saving
realized by eliminating contact with thb rail wuill resu.i+ - a
net decrease in slipper drag.

The drag penalty associated with the support system may
be minimized by proper sled arrangement. By locating the air
tanks behind a sled forebody, the drag penalty of the support
system would be minimized. The actual penalty would be strongly
influenced by sled arrangement and forebody geometry and an
estimate of this drag requires a design study of an overall sled
system.
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4.4.8 Effect of Wear 3n Slipper Performance

The effect of wear on the performance of an externally
pressurized slipper bearing mainly involves consideration of
the type of wear. As in the case of the self-acting slipper
bearing, a typical externally pressurized slipper may be tilted
when operating at high speeds. In this event, since it would
be operating as a self-activg bearing, the discussion of the
effect of wear on the performance of self-acting slippers would
apply to the externally pressurized type as well. However, if
the slipper is not tilted, occasional coutact with the rail
may result in damage to the entire slipper surface.

If the damage is severe, with either large distortions in
surface profile or large amounts of material loss, the load
carrying capability of the slipper would be reduced. However,
slight wear, in the form of increased roughness, would actually
be beneficial to bearing performance. Slight increases in
roughness (where the mean roughness height is small compared to
the slipper-rail gap) serve to inhibit air flow. For a given
slipper rail gap, this effect will reduce the lubricant flow
and therefore the support system penalties.

4..5 Monorail Sled Externally Pressurized Slipper Bearing

4.5.1 Support System Penalties

The support equipment penalties for a monorail sled
using a supply tank air source are shown in Figure 26 as a
function of operating time. The slipper for the monorail sled
would be 30 inches long and operate with a slipper-rail gap
of 0.002 inches. The same analysis and support equipment data
used for the dual rail sled was employed to obtain the data in
Figure 26. In this case, the slipper miy be sized at the
initial (rest) condition, since the slipper loads do not exceed
those at rest (even accounting for the differences in bearing
areas between the upper and lower slipper surfaces) until the
sled has reached a velocity where the slipper bearing can
support itself due to self-action. A schematic showing the
operation of this slipper is given in Figure 27.

4.5.2 Combined Self-Acting and Externally Pressurized Slipper
Bearing

The possibility of using an externally pressurized
slipper bearing only for the low speed portion of the :"o-,rail
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run would result in a compromise in the performance of the self-
acting slipper. The addition of 9upply ports, especially on
the lower lips of the slipper, would reduce the effective bear-
ing area. In this case, the slipper length would have to be
increased, probably to about 2.5 feet, to compensate for this
loss. The problem of providing a constant gap during operation
as an externally pressurized bearing and then tilting the
slipper to form a wedge-shaped gap at high speeds might be
solved using a spring loaded mechanism triggered by command or
at a particular track station.

However, the weight penalties associated with this
approach, although small compared to the dual rail sled, are
prohibitive. As shown before, a self-acting monorail slipper
bearing can operate at a speed over Mach 1.5. This speed is
attained after the first four to five seconds of the monorail
sled run specified in Figure 2. If the supply system is sized
for this operating time, the weight penalty would be approxi-
mately 50 pounds, a sizable percentage of a typical high speed
monorail sled weight. Even more significant is the volume
penalty. If a 9-inch diameter monorail sled is selected, the
supply tank would require a carriage approximately four feet
long. The weight of the sled structure alone would probably
double the 50-pound weight penalty. These penalties are
associated with a system providing external pressurization only
during the acceleration phase of the monorail sled. Additional
weight and volume would be required for a system which wouldoperate during the low speed portion of the deceleration phase.

4.5.3 Lateral Load Capacity

The lateral load capacity of the monorail sled extern-
ally pressurized slipper hearing shown in Figure 27 is given
in Figure 28. The data shown in the figure were prepared using
the same analysis and assumptions used for the dual rail sled
slipper. These data only extend to a velocity of 2000 feet per
second since at higher speeds the slipper should be designed to4 . support itself as a self-acting bearing.

4.5.4 Moment Capability

"The reaction of an externally pressurized monorail
slipper bearing to a rolling moment is similar to that of the
self-acting type described in Section 3.5.5. The slipper will
rotate slightly so that the gap on one side of the slipper is
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less than on the other side, as shown in Figure 13. The sum of
the forces developed by the left and right sides of the surface
reacting the applied load remains constant, but due to the
force differential, a moment is produced. This moment then
reacts the applied moment.

At rest or low sled speeds, the monorail sled rolling
moment problem is more acute than at higher speeds due to the
inherent characteristics of the externally pressurized slipper
bearing. The use of orifices, although necessary to minimize
support system penalties, limits the total flow available to
the bearing. When the slipper rotates, most of the flow will
pass through the side of the bearing with the larger gap. If
this gap becomes large enough the limited flow and increased
flow area will result in a reduced pressure entering the
slipper-rail gap. As this pressure drops, the load reduces
and the slipper is likely to bottom out.

Another problem involves the magnitude of the slipper-rail
gap. As shown In previous sections, small gaps are required xo
minimize support system weight. With a small slipper-rail gap,
the allowable slipper rotation, and therefore moment capability,
is limited by bottoming out of the slipper.

The actual moment capability of the monorail sle "xtern-
ally pressurized slipper bearing was calculated for t
operating condition at the beginning of the run when le
slipper-rail gap is a minimum (0.002 inches). The results are
shown in Figure 29 with the moments referenced tc the point
shown in Figure 13. As shown in Figure 29, the rolling moment
capability of the slipper is quite low.

4.5.5 Slipper Drag and the Effect of Wear on Slipper
Performance

The discussion presented in Sections 4.4.7 and 4.4.8 for

the dual rail sled externally pressurized slipper also applies
to the monorail sled slipper. Hciwever, the drag penalty caused
by the support system air tanks would be much more severe for
the monorail slezý than for the dunl rail sled due to th.. small
diameter forebody on most high speed monorail sleds.
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SECTION V

EFFECT OF TRACK CONDITIONS

The results of the performance studies on self-acting and
externally pressurized slipper bearings, presented in Sections
III and IV, have not included the effect of track conditions
on overall slipper operation. The effects of rail alignment
and dimensional variations, track roughness, and foreign
material in the gap are examined in this section. As shown
below, the most critical of these items is the effect of rtil
alignment and dimensional variations.

5.1 Effect of Rail Alignment and Dimensional Variations

5.1.1 Motion of the Slipper

As an air lubricated slipper travels down the test track,
the force developed by the slipper tends to cause it to follow
the rail. The motion of a slipper entering a section of rail
where either the alignment of the rail or its dimensions are
varying is depicted in Figure 30. The variation in alignment
or dimension is shown as a linear rasp, which the slipper
approaches from a section of track where the slipper motion
is steady. Before entering the ramp section the slipper is
in equilibrium. The force developed by the slipper bearing is
balanced by the applied load. Due to the inertia of the sled,
the slipper will tend to follow its original trajectory as it
enters the ramp section. The slipper-rail gap will decrease
as the slipper proceeds into the ramp and this smaller gap will
cause a higher force to be developed by the slipper. The excess
force on the slipper (the difference between the developed force
and the applied load) will cause a vertical acceleration of the
slipper away from the rail. If the excess force is large enough,
the slipper will not bottom out and will follow the path shown
in Figure 30.

5.1.2 Analysis of Slipper Motion

To analyze the motion of the slipper due to rail align-
ment and dimensional variations, the linear ramp model shown
in Figure 30 was used. Since it was required to determine the
maximum allowable variations, a conservative performance model
was used at the most critical operating condition.
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The four primary factors affecting the motion of the
slipper are: (1) the slipper-rail gap, (2) the sled velocity,
(3) the ramp slope and (4) the sled mass. The first factor
is obviously important, since a slipper operating with a small
gap before entering the ramp will tend to bottom out more easily.
The second parameter determines how rapidly the slipper proceeds
up the ramp. If the velocity is high, only a shGrt period of
time is available for the excess slipper force to accelerate
the slipper away from the rail. The third factor is of equal
importance, since a very high ramp slope will cause the gap
between the slipper and rail to decrease rapidly. Finally,
the sled mass will determine the vertical acceleration of the
sled due to the excess force.

For the monorail sled, the combination of highest velocity
and minimum slipper-rail gap occurs at the Xhch 6 operating con-
dition. At this point, the minimum gap is between the lower
slipper lips and the rail. For the schematic shown in Figure 30,
the lower lip is the slipper surface and the rail is the lower
surface of the head. Therefore the vertical alignment or
dimensional variations of the rail are the most critical.

The vertical motion of the sled was analyzed by assuming
various ramp slopes and calculating the variation of the slipper-
rail gap over the ramp. The initial conditions (before entering
the ramp) were taken at a velocity of Mach 6, with a correspond-
ing minimum gap of 0.005 inches (Figure 10). A typical monorail
sled weight at this condition would be less than 200 pounds,
and it was assumed that the front slipper share would be 100
pounds. The actual calculation procedure consisted of a step-
by-step quasi-steady analysis using the load-gap relation
given in Figure 6. This approach does not include the squeeze
film damping of the air film. In addition, no sled structural
damping was included in the analysis. By ignoring both of
these effects, conservative estimates of the allowable rail
alignment and dimensional variations are obtained.

5.1.3 Results of the Analysis

When the slipper enters the ramp section, the motion of
the slipper causes the slipper-rail gap to decrease to some
minimum value and then to increase again. The minimum slipper-
rail gap during this phase is shown in Figure 31 as a function
of a parametert . This parameter expresses a characteristic
period, and is the length of the slipper divided by the product
of the ramp slope and sled velocity. As discussed in the
previous section, the greater the ramp slope and sled velocity
and the smaller the initial slipper-rail gap, the greater is
the possibility that the slipper will bottom out on the ramp.
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Since the gap is directly related to the slipper length, as
shown in Figure 8, the length may be substituted for the gap
in this relation. Therefore, the parameter Z combines the
most important quantities affecting the motion of the slipper
due to variations in rail alignment and dimensions.

The data ii Figure 31 shows that the minimum slipper-rail
gap attained during the initial portion of the ramp section
(Point B in Figure 30) decreases from the initial gap value
when "V- (a-* Rail - 0), to zero when T' - 0,63. There-
fore, when the velocity and length of the slipper are known,
the maximum allowable ramp slope is specified.

Although the slipper may not bottom out on the initial
portion of the ramp, the vertical motion caused by the ramp
may result in an unstable oscillation. The air film acts
like a spring and may produce unstable vertical motion. This
effect is shown in Figure 32, where the variation of the
slipper-rail gap over the ramp is shown. This figure illustrates
that although the Y- 0.75 case does not bottom out during the
initial portion of the ramp, the motion of the slipper after
this point is unstable and the slipper will bottom out further
down the track. The lower limit of acceptable values of TV
occurs at 'V - 2.25 where the motion is neutrally stable and
continues indefinitely.

If the rail section alignment changes, or if the dimensional
variations are modified, the motion of the slipper is altered.
This effect is shown in Figure 33, where three cases are
illustrated. The first case depicts the variation in slipper-
rail gap for a continuous ramp withT '- 2.25. This is the same
curve shown in Figure 32. The other two curves show this
variation for cases where the ramp ends at different points.
For these two cases, the amplitude and wavelength of the curves
are different, but as expected, the motion is still neutrally
stable.

The results of this study indicate that rail alignment and
dimensional variations my be a problem for air lubricated

slipper bearings. The model used for the analysis does not
include damping effects of either the air film or sled structure,
and as such, yields minimum acceptable variations,

•4. 9 5.2 Effects of Roughness on Slipper Bearing Performance

The effect of rail and slipper surface roughness on slipper
bearing performance requires an examination of the types of
"roughness" involved. For this purpose, the surface condition
of the rail is broken down into major categories: holes, spikes,
bumps, and uniformly distributed surface roughness.
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5.2,1 Holes

Serious damage to a rail, in the form of holes, may
-obviously deteriorate ilipper bearing performance. Here, a
hole is defined as a section of rail surface where a significant
amount of material has been removed. Examination of the
Holloman Test Track reveals sections of rail where slippers
have gouged large amounts of material from the surface. These
areau are relatively small compared to the total t.-a,.k surface,
and are repaired by filling.

A numerical example of the effect ur a hole on slipper
bearing performance is discussed here to illustrate that the
effect of occasional holes on slipper bearing performance is
much less severe than the effect of variations in rail align-
ment and dimensions. For this purpose, the same analysis and
operating condition (Mach 6) used to analyze the effect of rail
alignment variations was used, It was assumed that a six-inch
section of rail was completely destroyed and the motion of the
slipper over the resulting "hole" was calculated. As the
3lipper enters the missing section, all bearing load generated
by slipper self-action ceases and the sled is accelerated in
the direction of the applied load. It was found that if the
slipper-rail gap on the rail section ahead of the hole is 0.005
inches (the selected design), after passing the hole, the
minimum slipper-rail gap on the rail section following the
hole is slightly less than 0.001 inches. Thus the slipper
can survive an occasional "'hole" with less gap variation than
a gradual variation in rail alignment.

5.2.2 Spikes

A spike is defined as a small protrusion above the rail
surface. If the height of the spike is less than the minimum
slipper-rail gap, no surface contact between the rail and
slipper occurs and the limited area of the spike will not
seriously disturb the flow in the gap. If the spike height
is greater than the slipper-rail minimum gap, the slipper
will shear the top of the spike and some effect ou performance
will occur. However, considering the large forces holding
the slipper in equilibrium (37000 pounds at Mach 6 where the
slipper-rail gap is a minimum), a large number of spikes would
be required to seriously affect the immediate slipper performance.
The surface damage caused by the spike would increase the
roughness of the slipper and deteriorate subsequent performance.
The degree of the effect would be small for the definition of
a spike given above, unless a great number of spikes were
present on the rail. It should be mentioned here that con-
ventional bearings operate quite satisfactorily with occasional
asperity contact. A spike on the rail surface is an oxawle
of sucb an asperity.
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5.2.3 uyA
The effect of a rail bump on slipper performance is muchmore severe than that of a spike. Within this context, a bump

is defined as a relatively large amount of matorial protruding
above the rail surface. If the height of the bump is small
(less than the minimum slipper-railL gap), very little effect
on slipper performance occurs. The exposure time of the slipper
to the bump is small and the perturbing force, being limited
in duration, will cause a small vertical oscillation in sled
motion. The motion would be similar to that described pre-
viously for ramp induced sled oscillations, but would have a
smaller amplitude.

If the bump height is larger than the slipper-rail gap,
impact on the bump near the trailing edge of the slipper will
occur. The sudden vertical force on the sled will cause an
oscillating motion. If the combination of Jipact force and
structural damping results in a moderate acceleration, the
motion of the sled may remain neutrally stable or damp out.
However, it is likely that such an impact will result in large
accelerations and resemble the jumping action ot present
slippers.

5.2.4 Uniform Roughness

Within the context of the following discussions uniform
roughness is defined as surface irregularities of small
amplitude, more or less uniformly distributed over the surface
of the slipper or rail. With this definition. the extensive
experimental data available on the effects of roughness on
free body drag can be applied to the slipper bearing problem.

In many free body experiments, it has been found that a
relatively rough body will have the same drag as a smooth body.
This is due to the fact that the surface roughness elementa
do not protrude Pbove the laminar sublayer of the turbulent
boundary layer. It has also been determined that the mixing
length used in turbulent boundary layer analysis is not affected
by surface roughness. These conclusions are the results of
numerous experiments conducted in the past and are summarized
in Reference (4).

For the self-acting slipper bearing and the externally
pressurized slipper bearing operating at high speeds, the
laminar sublayer existing on the slipper and rail may be thick
enough to completely contain any surface roughness elements.
This is more likely to occur on the slipper surface, rather than
on the rail, due to the adverse pressure gradient existing over
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most of the slipper length. If the rail roughness elements
protrude above the laminar sublayer, the velocity gradient,
and therefore the pressure gradient, within the gap will be
altered. Unfortunately, the analysis used to predict self-
"acting slipper bearing performance cannot account for the
effect of ,uurface roughnese without empirical adjustments to
the velocity profiles within the slipper gap. However., if
decreases (or increases) in slipper load capacity are caused
by surface roughness, anall changes in slipper-rail gap can
be a compensating mechanism.

These changes in alippe?-rail gap do not compensate Zor
increases in slipper drag. This drag, like the drag of a
free body, will be significantly affected by surface roughness,
even if the load capacity is not altered. To obtain a rough
estimate of the increased drag due to surface roughness, a
simple channel flow model was analyzed.

First, it was assumed that at each station &long the
slipper, the flow within the gap could be represented by half
of an equivalent channel flow problem, with the rail as the
centerline of the flow. The equivalent Reynolds number of the
gap flow was then calculated. Next, various mean heights of
an equivalent sand roughness were solected and the ratio of
the mean height to the equivalent hydraulic diameter of the
gap was computed. With this data, the ratio of the friction
factor of the rough "channel" compared to a smooth channel
was calculated. The friction factor data was obtained from
Reference (4). The friction factor ratio multiplied by the
"smooth" slipper viscous drag yields the "rough" slipper
viscous drag.

The data obtained by this analysis are presented in
Figure 34, where the increased slipper drag due to roughness
is plotted as a function of Mich number for various roughness
conditions. The data are presented only for the front slipper
of the monorail sled, although the drag increase of the rear
slipper would be very similar. It should be noted here that
it was assumed that the roughness elements existed on the
slipper, as well as on the rail. Since the slipper surface can
be controlled during preparation, the effect of rail roughness
would not be as severe as shown in Figure 34.

Surface roughnesro effects on the performance of externally
pressurized slipper bearings have been discussed in Section 4.4.8.
In general, they are small. The drag increases due to roughness
would be comparable to the self-acting slipper shown in Figure 34.
Since externally pressurized slippers are not required for speeds
greater than Mach 2, the drag increase due to roughness is
negligible.
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5.3 Effects of Foreign Objects on Slipper Performance

During a typical rocket sled run, foreign objects in the
vicinity of the rail may be churned up and enter the slipper-
rail gap. At high test speeds, erosive oxidation and melting
effects can result in the shedding of drops of Ylten metal,
which may also enter the slipper gap. Both of these effects
deteriorate slipper performance due to (1) immediate forces
caused by the presence of foreign material, and (2) surface
damage.

5.3.1 Inert Foreign Particles

Conventional air be.ring systems usually require very
clean operating environments because of their small operating
gaps (usually less than 0.001 inches). Externally pressurized
bearings use filters to insure that the supply source does not
contaminate the bearing. In the case of rocket sled slipper
bearings, the bearing gaps are much larger and the same level
of cleanliness is not essential. In addition, any foreign
materitl within the gap will not be recirculated, as is the
case for many self-acting journal bearings where the unit
is sealed.

If a large amount of foreign material in the form of small
(less than the minimum slipper-rail gap) inert particles enters
the slipper-rail gap, the air supply will be effectively
throttled with an attendent drop in pressure level. This will
result in a decrease in load capacity. If the total amount
of material is limited, immediate performance is affected for
ouly a short duration of time. DQe to the large forces
holding the slipper in equilibrium and the inertia of the sled,
the effect of the foreign material will not be as severe as the
effects due to variations in rail alignment and dimensions. Of
course, if the gap is effectively "flooded" with particles
over a large stretch of track, the slipper will not operate
as an air bearing.

In the event that a limited amount of naterial, not
sufficient to cause imnadiate failure of the alipper bearing,
enters the slipper gap, the surface d&mage caused by particle
impact will deteriorate subsequent performance. Roughening
of the slipper surface due to particle impingement will have
the same effect as inherent roughness, as discussed in Section
5.2.4.
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Large particles entering the slipper gap will become wedged
between tne surface of the slipper and the rail until the rail
wears away enough of the particle material so that it may pass
through the slipper. The wearing process, especially at high
speeds where the minimum slipper-rail gap is the smallest, will
be very rapid. Within the time required to pass a particle
wedged near the exit of the slipper, the applied loading would
not vary and no vertical motion of the slipper due to load
varlation is required. The immediate effect on performance would

thent be the flow distortion caused by the presence of the par-
ticlc. However, pebble-sized particles, which would wedge be-
tween the slipper and rail near the inlet of the slipper, would
require a longer time interval to pass. If tha interval is
long enough, tCe applied loading will vary and the slipper will
move vertically, relative to the rail. Should the slipper sur-
face with the trapped particles be unloaded, the gap will
increase, causing the passage of the particle to be more rapid.
If the surface loading is increased, the particle will be
crushed and severe damage to the slipper surface may occur.
in any case, although the number of large particles entering the
slippor-rail gap may be much less than the number of small
particles, the effect of the larger particles on slipper bearing
performance is more pronounced.

5.3.2 Molten Metal Droplets

Due to their plasticity, molten metal droplets within
the slipper gap will have less immediate effect on slipper
performance than irert particles. Droplets smaller than the
slipper gap will be subjected to large shearing forces caused
by the steep velocity gradient across the gap. This gradient
will produce differential drag forces on the droplet and cause
it to elongate and break up. Very large droplets will be
directly sheared by the slipper and the rail.

The serious effect of molten metal within the gap will be
due to the damage the droplets cause on the slipper surface.
Shearing of the metal droplets increaces their surface area to
volume ratio and hence, the amount of oxides produced. The high
oxidation rate, caused by the high pr3ssure and temperature
within the gap, combined with the large amount of exposed
material, will cause local areas of very high tempeintures.
This process can be self-propagating and approach a rapid
combustion process if the slipper is uncoated steel. With a

t I coating, the effect of molten metal damage can be minimized.
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SECTION VI

HIGH SPEED SLIPPER COATINGS

The problem of preventing erosive oxidation and melting
of slipper material at high sled speeds in actually the prob-
lem of protecting the surface of the slipper. If the surface
of the slipper can be insulated and oxidation is prevented, no
serious degredation of slipper strength or bearing performance
will occur. Current slippers commonly rely on protective
flow deflection devices to reduce the air temperature in the
vicinity of the slipper. Due to the low pressure regions di-
rectly behind them, such devices cannot be used for protecting
self-acting slipper bearings. Therefore a protective ceating
is mandatory for a high speed slipper bearing.

6.1 Candidate Materials

Various coating materials can be used to protect a slipper
bearing. The structural requirements of the material are very
low since the air film in the slipper gap prevents direct slip-
per,-rail contact. With low structural requirements, ablative
and refractory coatings are the best choices. However, it is
desirable that the amount of coating loss during a run be as
low as possible to minimize the amount of foreign material in
lthe gap and geometric changes t the slipper surface. For these
reasons a refractory coating is preferred. In addition, a re-
fractory coating is easy to apply and the low rate of material
loss might permit their re-use without extensive refurbishing.

6.2 Current Coating Program

The need to protect critical leading edge sections of
hyperEonic rocket sleds has already led to a materials program
designed to evolve a protective refractory coating. This pro-
gram, conducted for AFPDC requirements by the Research Institute
of the University of Dayton, Ohio, is under the direction of the
Air Force Materials Laboratory. The progress of the program is
reported in Reference (5). Several plasma sprayed coating sys-
tems were applied te to ahe basic 340to simulateel slipper
materisl and subjected to a plasma torch, simulatine a Mach 7
sled run. The coatings consisted of a three layer system;
a 10-15 mil oxide coating for thermal insulation, a 6-10 mil
oxide-metal layer for thermal mismatch compensation, and a 4
ail metal bonding layer. Two of the combinations tested lost
only the exterior oxide coatLg. Further testing led to the
selection of a nickel bonding layer /nickel-Zircon intermediate
layer/ Zircon oxide coating composite as the,'.best corabinattcon.
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A material such as that selected for protecting other
parts of the sled is adequate for an air lubricated slipper.
If only the 10-15 mil oxide layer is lost during the run, the
mass of the layer, compared to the air flow in the gap, is
negligable, aLd the effect of the oxide coating particles on
slipper performance may be ignored. Even if the loss is not
symmetric, with more material being lost at the front of the
slipper than at the rear, the change in slipper slope is small
and the effect on performance is negligable. The change in
performance due to the increase in average slipper-rail gap
is P.lso negligable.
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SECTION VIM

OPERATIONAL REQUIREMENTS AND DEVELOPMENT EFFORT

The operational requirements of air lubricated slipper
bearings, and the development effort required to provide a
prototype system are closely related. This is especially the
case for externally pressurized slippers, since the weight of
the support system is inversely proportional to the complexity
of the system and the effort required to develop the various
subsystems.

7.1 Self-Acting Slipper Bearing System

The operational requirements of a self-acting slipper
bearing involve only the proper alignment of the slipper on the
sled. The slipper must be aligned to the sled, so that when
operating, the proper gap geometry is obtained. The slope of
the inner slipper surface is not extremely critical, so rela-
tively simple alignment tools can be used to adjust the slipper
oriantation on the sled. A carefully controlled sled fabrica-
tion process could eliminate an on-site alignment procedure,
but since this procedure is simple, controlling the fabrication
process is probably not worth the effort.

The development effort required to provide a prototype
self-acting slipper bearing depends to a large extent on the
actual load-velocity requirements of the sled. If hypersonic
operation is required, the slipper must be coated with a pro-
tective mat3rial, Since the effort to develop a coating for
other portions of the sled is well underway, no special devel-
opment effort for the slipper is required in this area.

During tbe low speed portions of a sled run, some mecha-
nism must be provided to support the slipper. If the load-
velocity requirements of the monorail sled given in Figure 2
are typical, the slipper must have an auxiliary support mecha-
nism for operation below Mach 1.5. This may tfke the form of
a simple flat section attached to the rear of i:he slipper. The
flat section would be provided with a small wear insert, po-
sitioned so that it does not interfere with the flow through
the gap.

The actual steps required in the development of a proto-
type system would consist of; (1) a prototype system design
(Phase II efforts), (2) fabrication of the slipper and (3)
fabrication of an alignment device. The latter component could
consist of a simple feeler gage.
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7.2 Externally Pressurized Slipper Bearing System

The operational requirements of an externally pressurized
slipper bearing system depend on the complexity of the air
supply subsystcm. In its simplest form, the system would
operate with its pressurization equipment on for the entire
run. After mounting the sled on the track, the slipper would
be jacked up to establish the gap between the rail and the
upper surface of the slipper. This operation is necessary,
because if the slipper were to rest on the track, only the
small area of the supply port would be pressurized. This small
area would not develop sufficient force to lift the sled off
the track.

Next, the slipper would be aligned. This procedure would
be more involved and require more precise equipment than the
comparable operation on a self-acting slipper, since externally
pressurized slipper performance is very sensitive to gap
variations. Finally, the pressurization system would be turned
on, the jacks removed, and the sled fired.

An additional operation might be required due to the jack
system. If the jacks are built into the sled and operated auto-
matically, the procedure described above would be followed.
However, if the jack system is external to the sled, and manual-
ly operated, some time will be required to release the jacks and
clear the area after the pressurization system is turned on.
If the time required for this operation is long enough, addi-
tional on-board storage tanks will be necessary. To minimize
on-board weight, a track-side compressor should be used to
supply the slippers with air while the sled is at rest. In
this case, the compressor feed line would have to be released,
and the on-board pressurization turned on, just before the sled
is fired.

The development effort required to provide a prototype
externally pressurized slipper bearing system can be minimized
by using readily available equipment. Aside from the slipper
design and fabrication, all of the other components required
for the system are available. Some detail desig.. ý,ork would
be necessary to integrate the ta,±sk, 7alves, and supply lines
with the sled structure. However, if the supply system weight
using standard components is excessive, a lighter weight system
would require a special development program. The extent and
level of this program would depend on the weight reductions
required.
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The weight savings gained by a supply system development

progra•i might not be sufficient for practical use of external-1 ~ly pressurized slipper bearings. in this case, further reduc-
tions in supply system weight can only be obtained by reducing
its requirements. This may be accomplished by developing
special equipwont to minim ze flow requirements of the slippers.
Such devices would selectively presourizo only those portions
of the slipper required to react a load, and would adjust the
pressure level of the supply to the minimum values required.
These functions coIld ba provided by a system comprised of;
(1) a device to measure varying slipper loads (probably by

Smeasuring changes in slipper-rail gap), (2) an on-board compu-
ter to interpret the measurements and actuate a valve control
system, and (3) the valve and valve control system. The devel-
opment effort required to provide a system with these capabili-
ties would be large, and would probably be dominated by the
load measuring device.
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SECTION VIII

CONCLUSIONS AND RECOMMENDATIONS

and the recommendations for future efforts are given below.

8.1 Conclusions on Self-Acting Slipper Bearings

1. Air film lubrication of a typical monorail rocket
sled slipper above Mach 1.5 is feasible and practical, utilizing
a simple, self-acting form of air bearing.

2. Simple mechanical systems can be provided to support
the sled at low velocities (up to Mach 1.5) where air film
lubrication is not necessary.

3. This type of slipper is compatible with the Holloman
Test Track. It utilizes impacting air as the lubricant, and
requires no additional equipment.

4. The slipper resembles current slippers but has lower
drag and a small weight penalty.

5. The problem of erosive oxidation at high speeds can
be overcome by providing the slipper with coatings now under
development for other critical components of hypersonic rocket
sleds,

6. The permissible variations in rail dimensions and
vertical alignment are less restrictive for the self-acting
slipper bearing than for a standard slipper.

7. Minimal operational complications and development
efforts are required for a prototype system.

8. Operation of a slipper as a self-acting air bearing
is not feasible below Mach 1.5 for a typical monorail sled,
unless large reductions in slipper loads are achieved. Thi;
is also true for a typical dual rail sled over its Gatire
speed range.

8.2 Conclusions on Externally Pressurized Slipper Bearings

1. Air film lubrication of typical monorail and dual rail
rocket sled slippers is feasible with an externally pressurized
slipper. This type of slipper bearing can operate over the
entire speed range of both sleds, although external pressurization
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is not necessary for a typical monorail sled at speeds Over
Mach 1.5. However, these systems appear impractical for AFVDC
use due to excessive weight and volume penalties.

2. The slipper is compatible with the HollowAn Test Track,

utilizes an on-board pressurization system, and must operate with
a small clipper-rail gap to avoid excessive penalties.

3. The slipper requires an involved fabrication process

S coapared to ctparent slippers, but would not generate large weight
S and drag penalties. The support equipment for the slipper would
be the major contribution to such penalties.

S4. If the slipper in required to operate at high speeds,
the problem of erosive oxidation can be solved by the same
approach used for the self-acting slipper.

5. Vertical alignment and dimensional variations of the
test track may be more of a problem with this slipper than with
:the self-acting type, because of the smaller operating gap
between the slipper and rail.

6. Operational complications: compared to the self-acting
type of slipper, are greater. The development efforts required
to evolve a prototype system are considerably greater.

7. Operation of the externally pressurized slipper bearing
is not required at high speeds. However, hybrid designs,
utilizing the advantages of both systems for operation over the
entire speed range, have all of the disadvantages of the ex-
ternally pressurized type.

8. Large reductions in monorail and dual rail sled slipper
Koads are required to appreciably reduce the weight and drag
penalties of the externally pressurized slipper support system.

8.3 Recommendations

Based on the results of this study, we believe that a
simple self-acting slipper bearing will satisfy AFMDC require-
mente. It is therefore recomended that AFMDC direct its
attentAon toward this type of air lubricated slipper bearing.

It is also recommended that Phase II of this contract be
implemented. This effort will be directed at the design of a
simple self-acting slipper bearing which is easily fabricated
and readily tested.
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To minimize the time and cost required to evaluate the

effectiveness of the slipper bearing, the following rec-
ommendations are made.

1. Pressure data on the flow within the slipper-rail
gap of existing AFMDC test slippers should be obtained. It
is believed that existing test slippers and instrumentation
can provide data on the pressure levels in the slipper-rail
gap. This data would be useful in determining if any modifi-
cations to the prototype design are desirable.

2. The prototype slipper should be initially tested at
less than hypersonic speeds. Testing at lower speeds will
ease fabrication requirements in the prototype stage by
eliminating the need for, and concern with, protective coatings.

3. Data obtained from the above tests should be _sed to
evaluate the performance theory. This data would form a
sufficient base for evaluating the degree to which the con-
servative assumptions used in the analysis can be relaxed.
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SECTION IX

PHASE II PROPOSALS

A proposal on the recommended effort for Phase II of
this contract is outlined below. This proposal is based
on the conclusions and recommendations of Phase I studies.
It recommends some additional effort beyond the scope of
the Phase II tasks outlined in Reference (1). The basic
features of the proposed program consist of:

1. Modification of the performance theory program to
permit its use as a design and data correlation tool.

2. Design and fabrication of a prototype operational
air bearing slipper and a special test slipper to evaluate
the performance theory utilized in Phase I studies.

3. A test program to obtain theory evaluation data with
the special test slipper and to evaluate the effectiveness of
the prototype operational air bearing slipper.

4. Correlation of the test data and incorporation of
the results into the performance theory.

9.1 Performance Program Modification

The performance computer program evolved under Phase I
efforts was prepared for the purpose of determining the
feasibility of an air lubricated slipper bearing. Its use
as a design tool, correlating test data, or performing para-
metric performance studies is inefficient and costly due to
the large amounts of output cross-plotting and interpolation
required.

It is therefore proposed that the computer program be
modtAied to permit direct calculation of the slipper per-
formance, including the pressure and temperature distributions,
load, and center of pressure, by direct input of the geometry
of the slipper as well as the basic operating parameters.
Additional changes, permitting the calculation of general
polytropic processes and parametric studies on the gradient
of the mixing length (-), 'will also be made.

9.2 Slipper Designs

In addition to the design of a prototype operational air
bearing slipper, as required in Reference (1), it is proposed
that a special test slipper design be provided under Phase II
efforts. This slipper design will be provided with a variable
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geometry gap and instrumented so that test data covering the
range of operation of an air bearing slipper may be obtaiDed.
Both the prototype operational slipper and the special test
slipper designs will be based on t!?e results of parametric
studies obtained from the performance computer program. The
slipper designs will include design layouts, performance data,
instrumentation requirements and stress analyses.

9.3 Slipper Fabrication

To facilitate a consistent and continuous program, it is
proposed that Kaman Aircraft Corporation fabricate both the
prototype operational air bearing slipper and the special test
slipper. Fabrication of the slippers will be in accordance
with AFMDC practice and recommendations. The materials to be
used and the number of spares will be as specified by AFMDC.

9.4 Test Program

A test program recommendation will be supplied with the
slipper designs. This program will be designed to obtain the
required data for evaluating the performance theory with the
special test slipper and to evaluate the effectiveness of the
prototype operational air bearing slipper. The test plan will
include the number and sequence of tests and will be compatible
with AFMDC requirements.

9.5 Test Data Correlation

It is recommended that Kaman Aircraft Corporation assist
in the initial data correlation effort. This participation
will provide guidance to AFMDC personnel during the initial
effort in operating the performance computer program, correlating
the test data and planning future tests. This is considered
to be the most effective means of transferring the detail
knowledge related to the theory and developing AFMDC capability
in the design of air bearing slippers.
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APPENDIX 1

SELF-ACTING SLIPPER BEARING ANALYSIS AND RESULTS

The analysis summarized below was adopted from that
given in Reference (3) with a number of related assumptions.
The assumptions, with regard to the slipper bearing problem,
are also discussed below and the results of the analysis are
included at the end of this section. Details of the analysis
and a description of the operation of the performance program
are given in Appendix IV.

Analysis

The performance analysis for turbulent, self-acting
bearings parallels the analysis of laminar bearings with the
basic turbulent flow analysis from bouneary layer theory.
The approach is to introduce the time-averaged values of the
velocities and lubricant properties into the Navier-Stokes
equations and then perform standard bearing analysis order
of magnitude e-timates. The reduced differential equations
then contain terms involving the turbulent or apparent stresses
which are replaced by suitable expressions derived from the
Prandtl mixing length hypothesis.

The turbulent stresses are represented by:

where 2 is the mixing length, whose value is determined by
experiment. After introducing expressions similar to
Equation (1) for the turbulent shear stresses into the re-
duced Ne.vier-Stokes equations, and integrating the result,
the following equation for the pressure gradient within the
slipper-rail gap is obtained:
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In Equation (2), the subscript M denotes the fluid and
geometric properties of the bearing at the maximum pressure
point. This equation was derived assuming that the flow within
the gap is isotbermal, the mixing length varies linearly from
zero on the wall to a maximum at the center if the gap, and thefilm is two dinensioni ,fno side flow). The term o"represents the
mixing length gradient at the walls .

=!

To obtain the pressure profile within the slipper gap,
and therefore determine the load and center of pressure, it is
necessary to integrate Equation (2). Even for a simple wedge-
shaped gap, the equation is not integrable, and in Reference (3),
the author was forced to linearize a portion of the equatiort to
obtain a closed-form solution. The linearization limits thi
applicability of the equation, and as a result, a computer program
was developed to integrat. the equation numerically.

Assump.iorx

1. isothermal Flow in the Gap

In conventional air bearing analysis, it is usually
assumed that the flow in the gap is isothermal. However, for
the slipper bearing, this may not be the case. The very high
speed of the slipper and the possible use of an insulating
coating may cause the flow to be closer to adiabatic conditions.
The usual order of magnitude calculations are difficult to
apply since the flow is highly turbulent and the effective
heat transfer rate must be determined. Since t.e viscosity
of air increases with te=,erature, air bearing analyses, similar
to one given in Reference (5), indicate adiabatic operation
results i- higher load capacities than isothermal operation.
For this reason, the isothermal analysis was chosen to define
the lower pertormance limits of the slipper bearing.

2. Two-Dimensional Film

The assumption of a two-dimensional film is consistent
with standard bearing analyses. It has been found in practice
that high speed bearing performance can be adequately predicted
by assuming no side flow exists.
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3. Representation of the Mixing Length

The form chosen to represent the mixing length and
tv:a value of the gradient of the mixing length at a solid wall
has a direct effect on bearing performance. In Reference (3),
the author assumes a linear variation of the mixing length and
in subsequent analysis, assumea V-- 0.4. Thie is consistent
with boundary layer analysis, verified by experiment. For a
free turbulent boundary layer, the mixing length does vary
linearly with a gradient of 0.4 in the region of the surface.
This is shown in Reference (4). In the case of a turbulent
lubricating film, the distance from the surface (rail or
slipper) to the center of the gap falls well within the
region where this relation holds.

4. Inlet Pressure

The inlet pressure of a self-acting air besting has
a direct influence on its load capacity. For this reason, it
was assumed that the inlet pressure of the self-acting slipper
bearing was the static pressure behind a normal shock standing
at the front lip of the slipper, Unless the slipper is placed
in a base flow region (shielded by the sled or a flow deflection
device), this would be the minimum available inlet pressure that
the slipper would operate with. This assumption is &specially
valid for the lower lips of th3 slipper since this lip is pro-
tected by the rail head.

5. Development of the Lubricating Film

In the analysis of conventional air bearings, the inlet
and exit effects on overall performance are usually ignored.
Although the exit effects of a self-acting rocket sled slipper
bearing may be ignored, in some cases it is necessary to examine
the development of the lubricating layer in the inlet region.
The schematic shown in Figure 35 illustrates the flow situation
in the forward portion of the slipper-rail gap for a typical
case. The case selected corresponds to the monorail front
slipper operating at Mach 6. Representative velocity profiles
in this region of the gap are shown in Figure 36.

The schematic in Figure 35, which is drawn approximately
to scale, shows the boundary layers which build up on the rail
and slipper do not completely fill the gap until a position
approximately two to three inches from the inlet is reached.
For an eighteen-inch slipper, this amounts to ten to fifteen
percent of the entire slipper where the lubrication analysis
does not completely apply. In this case, the total error is
not very great since the pressure increase in this region,
as predicted by the theory, is not large. However for very
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small slippers (less than six inches), this effect is quite
pronounced and a suitable correction factor must be included
in the design.

Results
The computer prcgram developed for this study was used to

It generate performance data for typical rocket sled self-acting
slipper bearings. This performance data, in its most useful
form, is presented in Figure 37 where the nondimensional load
parameter and center of pressure are plotted as a function of
minimum slipper-rail gap for various slipper lengths and gap
slopes. In the load parameter (F/PIL), F is the load per unit
width of bearing surface, Pl is the inlet pressure (the pressure
behind a normal shock), and L is the slipper length. All units
are consistent, and for this reason, the gap is given in feet
rather than in inches (as in Figure 6).

It was found that no effect of Mach number for cases
between Mach 1 and Mach 6 occurred if the performance was non-
dimensionalized with the pressure behind a normal shock at
the desired Mach number. The slight differences that do occur
are negligible and the curves may be used for any speed within
this range. This result is due to the combination of pressure,
velocity, and viscosity variations with the basic form of
the equation.

The load per unit width of bearing surface is calculated
assuming the pressure acting on the other side of the slipper
is zero. Thus,

where Pe is the exterior pressure, reduces to

Thia form its chosen for convenience in calculating the
actual bearing load, as explained in Appendix II.
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APPENDiX II

USE OF THE SLIPPER PERFORMANCE CURVES

The application of the self-acting slipper bearing perform-
ance curves given in Figure 37 is presented below with A numeri-
cal example to clarify the procedure. The applicability of the
curves to a typical sled run is also verified.

Determining the Slipper Bearing Requirements

To use the slipper performance curves it is first necessary
to establish tne actual load requirements. The actual load re-
quirement is not only the applied load, but also includes (1) the
opposing force developed by the opposite side of the slipper
(discussed in Section 3.4.1) and (2) any net exterior force caused
by the external flow field.

These forces are depicted ir Figure 38. In Figure 3S(a),
the basic bearing force given in Figure 37 is based on assuming
the exterior pressure is zero. The same system is used for cal-
culating the opposing force as shown in Figure 38(b). Any net
external aerodynamic force is calculated by assuming the pressure
within the slipper gap is zero, as in Figure 38(c). When these
forceE; are added, the reference pressure, (in this case zero),
cancels out.

The opposing force may be calculated by assuming that the
inlet pressure acts over the entire length of the slipper. Be-
sides adding a slight safety factor, this assumption greatly
simplifies the actual calculation. The external force may be
obtained from Figure 42 in Appendix III or from other appropriate
aata.

Numerical Example

The case chosen for an example corresponds to tho slipper
showa in Figure 9. This slipper is 1.5 feet long and operates
with a slope of 0.005 on the lower lip at Mach 6. The upper and
lower bearing surfaces are both 0.1667 feet wide (2 inches) and
the gap inlet pressure is 75,300 psf. A curve showing the gap
inlet pressure as a function of Xach number is given in Figure 39.

The total bearing force required is:

Fb - Fa + Fp + Fe

whore Fa is the applied slipper loading, Fp is the force de-
ie 'ped by the opposite side of the slipper and Fe is the net
ext;e•rnal aerodynamic force. At the Mach 6 operating condition,
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the applied forca, Fa, is 37,000 pounds for the front monorail
slipper. This force is an upload. The external force, Fe, is
6,7.90 pounds (Figure 42) and acts downward. The opposing force,
Fp, is given I)y,

Fp - inlet pressure x slipper length x bearing width4 • - 75,300 x 1.5 x 0.1667 - 18,800 pounds.

Therefore the total bearing force is;

Fb - 37,000 - 6,750 + 18,800 - 49,050 pounds

To calculate the !<ad parameter (F/PlL) it must be remembered that
F is the bearing force per unit width of surface. Therefore,

F Fb/width of surface

PIL PlL

49,050/0.1667 2.61
75,300 X 1.5

From Figure 31(d), a load parameter of 2.61 and a slipper
length of 1.5 feet corresponds to a minimum slipper-rail gap of
4.2 x 10-4 feet (0.005 inches). This is the value shown in
Figure 10 at the Mach 6 operating condition.

In the preceding example a slipper slope of 0.005 was chosen.
This slope is approximately optimum for all combinations of slip-
per length and minimum slipper-rail gap. A czoss plot of data
in Figure 37, illustrating this fact is presented in Figure 40.
This figure shows the variation of the load parameter of a 1 foot
slipper with slipper slope for various minimum slipper-rail gaps.
As shown in the figure, all of the cases achieve a maximum load
parameter (and therefore a maximum load capacity) at a slipper
slope of 0.005.

The data shown in Figure 40 also illustrates that the vari-
ation of load parameter with slipper slope is small in the re-
gion of the optimum. This is a particularly desirable character-
istic since it eliminates the need for precise alignment of the
slipper on the sled. Slight misalignment of the slipper will not
result in an appreciable change in load capacity.
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Application to a Typical Sled Run

The data shown in Figure 10 was obtained by applying the
procedure outlined above to various speeds and the corresponding
loads of the monorail sled front slipper. The validity of using
the steady state performance of an air lubricated slipper for the
highly transient loading condi':ions shown in Figure 2 can be
verified by an order of magnitude calculation.

As an example, the highest rate of velocity and load changes
occur near the maximum velocity of the monorail sled. These were
escimated at 3500 ft/sec. and 150,000 lb/sec. from Figure 2. The
characteristic time interval, during which variations in sled
loading and velocity must be small for a quasi-steady analysis to
be valid, is the time required for a mass of air to move from the
inlet to the exit of the slipper. Since the air velocity within
the gap varies from zero to the sled velocity, the average veloci--
ty may be approximated by a straight average. This time interval,
for the maximum velocity point, is then

Slipper Le-gth 1.5 4.55 x 10-4 sec.
-BSled Velocity i (6600)

The corresponding load and velocity changes during this in-
terval are 68 pounds and 1.6 ft/sec. These changes are very small
compared to the absolute values of load and velocity. Therefore,
the quasi-steady analysis of the slipper performance is valid.
This conclusion also applies to the effect of unsteady heat input
during a typical run, since the temperature of the air entering
the slipper-rail gap is directly related to the sled velocity.
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APPENDIX III

EXTERNAL AERODYNAMIC LOADS

To calculate the total slipper bearing load requirements,
it is necessary to determini3 the net force on the slipper due
to the external flow field. For this purpose, a slipper con-
figuration which would have a maximum net external aerodynamic
load was selected for analysis. This configuration, taken from
Reference (7), is shown in Figure 41(a). A cross-section of
this configuration, showing a strut inserted into the recess
and approximate shock locations and shapes, is given in
Figure 41(b).

In the arrangement shown in Figure 41, the shock generated
by the lower lips of the slipper will curve backward from the
lip, reflect off the lower flange of the rail, and then inter-
sect the lower lip surface again. The shock eminating from the
upper surface would be similar in shape but would merge with
the shock sheet generated by the attachment structure. To
determine the shock shapes and surface pressure distributions,
the analysis presented in Reference (8) was used. It was found
that the loads due to the lip generated shock were quite small.
Also, the reflected shock (from the lower rail flange) did not
intersect the lower lip of a 1.5 feet long slipper at speeds
above Mach 2.5. Below this speed, tbc effect of the reflected
shock on the surface pressure distribution is small, and no
appreciable increase in external load occurs.

The main contribution to the external slipper bearing
aerodynamic load is due to the flow around the slipper attach-
ment structure. As shown in Figure 41(b), an irregularly-
shaped shock sheet will stand off the front of this structure.
A base flow region, where the pressure is very low, will exist
directly behind this structure. If the strut is arranged as
shown in the figure, air will flow through the internal recess
of the slipper attachmant mechanism from the area market "inlet"
through the area marked "exit".

The pressure of the air entering the inlet area will be
very high due to the shock sheet directly in front of the
structure. The pressure directly outside the exit arca wjuld
be quite low due to the base area Offeet. Since the "inlet"
and "exit" areas would be approximately the same size, this
passage acts like an unstarted supersonic wind tunnel and the
pressure within the recess will be approximately the same as
the inlet pressure. This pressure would be quite high (static
pressure behind a normal shock) and the download caused by this
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effect would far outweigh any loads due to the surface pressure
distribution.

The base pressure region behind the strut structure does
result in a small upload which partially compensates for the
download caused by the recess. The pressure within this regjion
and the extent of the region were calculated using the data
presented in Reference (9). (This data was also used to de-
termine the exit pressure of the slipper gap).

The attachment structure for the sled strut was assumd
to be the same size for any length slipper. Since the forice
due to the high pressure in the structure recess dominates
the total external aerodynamic slipper force, this load may
be used for any slipper length between 0.5 and 3 feet. This
force, as a function of sled Mach number, is given in Figire 42.
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APPENDIX 1V

TURBULENT BEARING ANALYSIS I
The analysis used to derive the pressure gradient equation

given in Appendix I is presented below with a brief description
of the computer program used to numerically integrate the
equation.

Approach

The approach used in the development of the basic pressure
gradient equation presented in Appendix I follows the method
given in References (3) and (10).

1. The components of the turbulent velocity vector and
their properties are defined in the same manner as for the
analysis of turbulent boundary layers.

2. These components are introduced into the Navier-Stokes
equations and the time averaged values are used to reduce the
equations. This procedure then limits the equations to the
macroscopic flow properties.

3. Standard order of magnitude analyses for bearings are
applied to the equations reducing them to the differential
equations for turbulent bearings.

4. The Prandtl mixing length hypothesis is used to
express the turbulent shear stresses in terms of the velocity
gradients and the mixing length. This permits the integration
of the differential equations.

5. An approximation on the "exact" solutions of the
integration permtts the pressure gradient within the bearing
gap to be expressed in a simple form as a function of the
bearing geometry, velocities of the boundaries, and the I
properties of the lubricant. t

6. The overall bearing performance is then obtained
by integrating the pressure gradient equation numerically.

Procedure

The analysis of the turbulent bearing begins with the
Navier-Stokes equations, one of which is given in Equation (1) j
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I I

D u - + + . /

terms where

The velocities of the turbulent f!low are de)fined in the standard

"u"= +

+ (2)

Thereltis the mean velocity in thestdirection,,, and tlis a
pulsation or fluctuating velocity. In the same manner,

+ (3)

The mean values of these properties are defined as:

t + /h

o~(4f
t- T/2

where the time intervalT is, by definition, long enough for

the mean values to be independent of time. Thus:

.2(5)
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where the biir notation denotes the time averaged values of
the pulsations.

The approach up to this point is identical with turbulent
boundary layer analysis. Substituting expressions (2) and (3)
into Equation (1), and taking the time averaged values, the
right-hand side of Equation (1) remains the same with all of
the quantities replaced by their mean values (a, ).
However, the left-hand side of Equation (1) becomes

Dt

where continuity has been used to simplify the result.

ýI+ k~(A~)4 (*i) +ý 0~= (7)

Thus, the left-hand side of Equation (1) contains, in addition
to the usual inertia terms, the so-called apparent or turbulent
stresses. The complete set of stresses are given by:

Ta x 'tas 'r3 r LI %L LU~ I 4. L

To specialize the general expressions obtained above for a

bearing problem, the standard order of magnittde analysis
applied for bearing problems is used. Referring to Figure 43,
which gives the coordinate system for the bearing, this
procedure reduces the equations to

I+ -(9)

"To obtai.n, Equation (9), the following assumptions and procedures
nave been used.
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1. The flow is considered two-dimensional. This
eliminates one (0 direction) of the Navier-Stokes equations.

2. The inertia terms, except for the turbulent stress
terms, have been dropped, This is consistent with laminar
bearing analysis, and in Reference (11), the author presents
an estimate of the importance of the inertia terms which
indicates these may be dropped for the slipper bearing problem.

3. An order of magnitude analysis, similar to that given
in Chapter 2 of Reference (2), has eliminated many of the
remaining term,. This analysis uses the tact that the character-
istic dimension in the y direction, the bearing gap, is much
smaller than the characteristic dimensions in the other directions.
The net result is that variations of the fluid properties in the
y direction (across the gap) are negligible, and the second
Navier-Stokes equation may be eliminated as well as many of
the terms in the first (x direction) equation,

At this point, the Prandtl mixing length hypothesis is
introduced to handle the turbulent shear stress term,

~j~3'(10),

In this expression, Z is the mixing length, which must be
determined experimentally. A complete discussion of the
hypothesis and its physical significance may be found in
Reference (4), Chapter XVIII. Substituting Equation (10)
into Ecuation (9) yields:

where the bar notation has been dropped. All terms are hence-
forth to be regarded as mean values.

Integrating Equ .ion (11) and rearranging, the following
expression is obtained

% AA + _ y. a

where

C C05

* 105



SI!

The first term has the sign of Ž4/jand can be written es

t+ -!

Equation (12) then becomes

UL - ý.L +-i/~2±4l~I(/%)jC 1
.•,4 OF.. CAJ1)

+ 7- (13)

The solution of this equation will yield the velocity
gradient across the bearing gap, and after integration, the
velocity distribution. This process is described ia Ref-
erence (3) and in more detail in Reference (10). The approach
is to assume the form of the mixing length as

- (14)

I 3

Thus, the mixing length varies linearly from the walls, where
it is zero, out to the center of the gap where it is a maximum.
The gradient, O• , is left as an open value to be determined
experimentally. Next, the flow within the gap is broken up
into laminar sublayers near the bearing walls and a fully
turbulent flow in the remaining area. In the turbulent area,
/A 4W/ J . may be neglected, and in the laminar areas,
fI 4%,/ /,j I may be ignored (see Equation 12).

There are various combinations of signs for •pi/x ;C,,
and a/c i which yield different forms of the equations.
For example, in the turbulent area, if ap/a is negative,

V_• • is negative, and C-A Is positive, then

- - ~L. U /(15)
S- - )/

for 0 . Csequently

U Y (16)

where
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Equations similar to (16) for each combination of signs of
S, •and Cx, are obtained as shown in

Re erence (10). These are matched with the velocity profiles
in laminar sublayers so that the velocity distribution and
gradients agree when the sections are patched together. After
determining the constants from the boundary conditions, com-
plete velocity profiles are obtained.

It is then necessary to relate the pressure gradient to
some easily determined property of the flow. For this purpose
the mean velocity of the flow at any section is calculated.

After this operation is performed, the results may be
plotted as shown in Figure 44, which has been taken from
Reference (3) and is also presented in Reference (10). As
shown in the figure, the curves are very nearly straight lines
and may be expressed as

- (18)
2+ OA14(EýiP

where R- v

The next step is to integrate the continuity equation
(Equation 7) across the gap. If the quasi-steady, two-
dimensional case with no surface velocities in the y direction
is examined, the result is

where 12- + ( Q - /0 ' This is the
equation of turbulent flow comparable to the laminar Reynolds

. !equation. Direct integration yields

S3
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As shown in Figure 5, the pressure in a bearing increases
from the inlet value to a maximum value somewhere within the
bear~ng, and then drops off to the exit value. At the maximum
pressure point, 4P7L, = 0 and

C- _TM V M/2_ (20)

where the M subscript denotes the conditions at the maximum
pressure point. Combining Equation (20) with Equation (19),
the result yields the basic differentlal equation for the
pressure in the bearing gap.

V ~ (21)

A relation betveen the density and pressure must be
introduced at this point and for this purpose the polytropic
equation is used.

f / 1 = CONST h - Cr/c,- (22)

Combining Equations (21) and (22) and substituting the expression
for k , the result is:

lZ to. 14 .zs -P)A(.- (23)

where.

This is the basic equation for the pressure gradient within a

quasi-steady, t%3-dimensional, turbulent gas bearing.

Computer Program

To calculate the bearing pressure p-ofile, temperature
profile, load, and center of pressure, l•quation (23) must be
integrated. As shown in Reference (3), Page 55-, even for tne
isothermal case (n - 1), this requires linearizing a portion
of the equation. To eliminate the required restrictions on
the range of the final solution, and to permit future cal-
culations employing a nonisothermal case, it was decided to
integrate Equation (23) numerically,
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The essential steps are shown in Figure 45. Starting at
the maximum pressure location, the value of the pressure and
the bearing gap at this point are selected. The isothermal
case was selected for the feasibility study since this case
represents the lower petformance range of an air bearing.
Equation (23), with known values of ?P and h. then becomes:

where C , C, and C, are constants.

Starting from the maxJium pressure point

where Ax is a small increment. The pressure gradient is then

(4j =' +).7. J,(1 ( P 0)

and the pressure at point a (Figure 45) is:

This procedure is continued at the next section by
replacing Pm and . by P•. and 1.I . The process is continued
until the inlet pressure (as specified by the sled velocity)
and exit pressure are reached. Then

• L
F = P

SI~

where XL is the distance from the front of the slipper to the
location where the pressure is P.

With some additional complication, the process can be
modified to calculate the nonisothermal cases.
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